Surface course:

Sub-base course:

Geotextile:

— 50mm thick, compacted Breedon Gravel (colour TBC)

— Min 150mm thick DoT Type 1 to clause 803 Table
8/2 MCHW1 Series 800 (refer to Table 2)

— Permeable Terram 700 or equivalent

Pressure treated timber
board edging (see detail)

Crossfall varies
—_—

FOOTPATH/TRACK CONSTRUCTION

DETAIL B1

(BOUND GRAVEL)
(Scale 1:20)

Landings to be provided
at top and bottom of all
flights of steps.

A handrail to be

3 provided for 3 or more
225‘_ steps.
(min)

S

-+ qgv.@@gﬁm@(

Risers formed using fi
bricks

Min 100mm GEN3 concrete bed

TYPICAL STEPS CONSTRUCTION

(Scale 1:20)

ost resistant

200 x 100mm (depth varies)
L—"paving blocks in 90°
| | | herringbone pattern with
stretcher course surround.
Colour as specified by client.

Double stretcher course
surround

Kerb line. (Edging may vary) —__|

=

200 x 100mm (depth varies) paving__|
blocks in 90° herringbone pattern
with stretcher course surround.

Colour as specified by client.

Single stretcher course _—
at shoulder

| Blocks laid in accordance with BS 6717. |

BLOCK PAVING ARRANGEMENT PLAN

(Scale 1:20)

RESIDUAL HAZARDS

In addition to the hazards/risks normally associated with the type of
work detailed on this drawing, note the following:

1. Buried services. Contractor to refer to record drawings and use
CAT to locate existing services and undertake necessary
precautions and investigation prior to excavating.

2. Working in live traffic. Contractor to ensure traffic management
is designed, erected and maintained to protect the workforce
and the public. Contractor to undertake necessary precautions
and ensure suitable traffic management is in place prior to
commencement.

3. Working in live sewers. Contractor to ensure operatives are
familiar and competent with the dangers of working in live
sewers.

4. Excavations close to existing structures. Contractor to prepare
method statement to ensure stability of existing structure.

Al

NOTES

It is assumed that all works will be carried out by a competent
contractor working, where appropriate, to an approved risk
assessment and method statement

NHBC - TABLE

2

CBR VALUE

clause 801, tab

Minimum thickness (mm) of sub-base
(Consolidated in accordance with MCHW Volume 1

le 8/1)

Surface course: — 80mm thick, block pavers to BSEN1338 (colour TBC) ) Without Geotextile With Geotextile
Surface course: — 20mm thick, AC6 med surf 100 / 220
Bedding course:  |— 50mm Sharp sand to BS 7533-3 Category Il of 0
9 posbiitgals e Binder course:  [— 50mm thick, AC20 dense bin 100 / 150 Less than 2% N/A 300mm
: [ Blocks laid in accordance with BS 6717. |
i . 0, 0,
S'Sgl‘z row C;If Tttretfhir Binder course: |— 60mm thick, AC20 dense bin 100 / 150 Sub-base course:  —150mm (Min) DoT Type 1 to clause 803 Table 8/2 2% - 3% 325mm 225mm
ond parallel to kerb. MCHW?1 Series 800 (increased to 200mm for BLOCK PAVING AROUND MANHOLES PLAN - -
(~) Sub-base course:  |[—Min 280mm thick well graded crush or recycled crossovers) (Scale 1:20) 3% - 5% 250mm 150mm
stone Type 1 to clause 803 Table 8/2 MCHW1
Refer to plan for kerb type. Series 800 (refer to Table 2) 5% -7% 150mm
_ Refer to plan for kerb type. Kerb line Contrasting colour block Contrasting colour block
Crossfall varies Crossfall varies FOOTWAY/VERGE 7% - 20% 100mm
—_—
Refer to plan for edge T
type iy LTI T T T 1T [T I AT 1T [TTE1T
m U HFH U U T
SR ] I I T GEOTECHNICAL SUMMARY
150mm min sub-base -4 1 Refer to Ground & Water report GWPR5982/GIR
material under kerb. S :l_ —l: dated September 2024.
| | 1
. ! . T Site investigation report recommends a CBR of
lgg?rr:c;gi: ;'.Ub base material $_ C L I il P40 I _I 2% and confirms that soil is frost susceptible.
]
DRIVEWAY CONSTRUCTION :l_ —l: Roa?/shtared drivt_ek;/;/ay cctJns_trIucttion to_ c_ontain
non-frost susceptible materials to a minimum
DETAIL B2-A T g de i i
pth of 450mm. This can be achieved by
(PAVERS) FOOTPATH CONSTRUCTION :l_ —l: increasing the thickness of the sub base or
(FOR CARS AND LIGHT VANS) DETAIL B3 T3 ARK|ING]| BA PIARK] NG BAY - installing a capping layer of 6F1/6F2 material.
(Scale 1:20) (BITUMINOUS MACADAM) - 1< I T _
(Scale 1:20) | | 1 All prepared subgrades should be proof rolled with
. —l: a heavy dead weight roller and any 'soft' or 'loose’
:l_ . spots identified by the passing of the roller should
Surface course:  — 30mm thick, AC10 close surf 100 /150 Shingle strip to be ) _ 50mm thick Marhsall's Saxon concrete paving T ] be removed and replaced with locally thickened
installed against Paving Slabs: Slabs. Colour TBC, Stacked Bond. Size: Paths ] T sub base material.
Binder course: |— 80mm thick, AC20 dense bin 40 / 60 buildings ?his includes 900mm wide constructed in 450x450mm slabs, - 1
. : butt jointed. Where insitu CBR test values are less than 2%, a
) Sub-base course: — Min 360mm thick DoT Type 1 to clause 803 Table footpaths alongside the J :l_ —l: di t hall be installed °
BN kerb with 25mm i property (100mm wide) L 50mm Semi Dry Mix Cement/Sharp Sand | L ground Improyeracnt |ayer sna” be ins.a e
upstand or EBN edging 8/2 MCHW1 Series 800 (refer to Table 2) Base Course: 16 M Y P T comprising a further Min 500mm capping material.
with 15mm upstand o Max :l_ —F Depths will vary dependant on final elevated
Sub-base course: —100mm of Granular Sub-Base Material, T I T { - surface. All te_sting and dgpths are subject to
100 Type 1 To Clause 803 :l_ | : : : : | : : : : [ ; agreement with WSCC Highway Inspector.
A ey -L- Eeml=anlanel=n S ll=ne == Il
CARRIAGEWAY
ontrasting colour blocks refer to plans for
\ / block paving pattern
\ , FOOTPATHS AND PATIOS
ert;.b150rgn; thnl:(k . (PRECAST FLAGS) g 6000 — 6000 —
subbase below ker (FOR PEDESTRIANS ONLY)
DRIVEWAY CONSTRUCTION DETAIL B4
DETAIL B2-B (Scale 1:20) Contrasting colour blocks - ™ g e Contrasting colour blocks, L |_:|_|——‘—| - Cgmifsting catour pch_k,g‘\,
(BITUMEN MACADAM) T |__I_| I_ _‘_| !_ I | AI ; E LII;—I i '__I_| I_J_I : I : }F _I_' I__‘_| I_ : I : A I ‘IMI7 I I : I\ll\
(FOR CARS AND LIGHT VANS) I:LI_FII:LH:H gy s e I“L| |‘ | | | | | | [
(Scale 1:20) Surface course: — 100mm GC1 Grasscrete. H 1 1 - ] T _
Geotextile/Membrane: [~ A252 mesh reinforcement. i |
Single row Cut 75mm _ L >omm Sand |
750 diam(iter rt]r?les ar: Surface course: — 80mm thick, block pavers to BSEN1338 (colour TBC) Laying course: '
mm centres throug . —150mm DoT Type 1/Type 2 I terial
1 bDBM slurfacelzI ilnto Laying course:  — 50mm of 6mchrusr;ed clean stone (6mm Priora Sub-base course: othe?: 2atgrial )r/:]):etingy giovgrgpaud?r:gma enator = NG \ NG
sub-base a oggain;\g aggregate) to BS882. requirements.
: . X Temporary Base course: —80mm THICK AC 20 50 dense base 50 Pen .. —Natural d
Fill hol th 2- _ atural ground.
e e sforzz Binder to BS 594987:2007 AND BS EN 13108. Sub-Soil
of stretcher bonci 759 holes @ 0.75m metre horizontal and vertical
parallel to kerb centres to be drilled and filled with laying course
. : aggregate I I I I I I I I I I I I I I LT I I I I I I I I I I I I I
Single row of stretcher . | T T e e e e e e e T T e o e e e T T N B e e e P A R T !
bond parallel to kerb. Sub-base course:  — Min 450mm thick well graded CGA 4-20mm. \ \
FOOTWAY/VERGE FOOTWAY/VERGE
Sub-base storage depth Kerb line ontrasting colour block
Geotextile/Membrane: | — Marshalls MM380 tanking membrane | May vary - refer to drainage refer to plans for block paving
R_ef(_ar to plan for kerb type & GA for each location. pattern
variations of 100mm/25mm» Crossfall vari
rossfall varies
s GRASSCRETE PARKING BAY DEMARCATION
T DETAIL B5 IN BLOCK PAVED AREAS
(Scale 1:20) (1:50)
150mm min I';," g
sub-base material
under kerb/ INLET/OUTLET TIMBER EDGING DETAIL 5
TANKING NOTE: TIMBER EDGING (FLUSH) TIMBER EDGING (BACKFILL BEHIND EDGING)
Where an attenuated system is to be used
the g(laotextlle./membrane shall be Driven 50mm x 50mm x 450mm long 40mm x 150mm x 2000mm (min) long
substituted with a Marshalls MM380 pointed timber stake. treated timber edging with nominal upstand
tanking membrane. for run off collection. Fixed to stakes by 2
40mm x 150mm x 2000mm (min) long no. 80mm long galvanised nails.
NOTE: treated timber edging with nominal upstand
Porous paving system to be installed in for run off collection. Fixed to stakes by 2
strict accordance with the manufacturers no. 80mm long galvanised nails.
recommendation and instructions. Driven 50mm x 50mm x 450mm long
pointed timber stake.
PERMEABLE ROAD BLOCK PAVING i
CONSTRUCTION |
DETAIL PP "’
(PERMEABLE PAVERS-TANKED)
(Scale 1:20)
e |
Quadrants/angled kerbs to [ *ALL FULL PCC KERBS ARE TO BE MECHANICALLY HANDLED.* |
be implemented as
required RADIUSED KERBS TO BE USED LESS THAN 12M RADIUS
ANGLES AND QUADRANTS TO ALL CORNERS
Precast concrete kerb to Granite Sett 100x100mm Backfill to be flush behind timber
100 150 BSEN1340 HB2 edging to minimise trip hazards.
|._ 75 — 0-6mm upstand
Precast concrete channel \/ \/
o to BSEN1340 CS2
i 3| , Finished road level 100 ;50 |__ Finished road level ‘ \/ Verge 5
— 1 N / o Finished level * = L TIMBER EDGING JOINT
C | / g 1 N\ i S/ Finished drive level
PR 1= Precast concrete kerb to = T Y] |2 — Drive adjoining stakes and nail to edging Timber stakes to be set at 1000mm min
4wy 20mm cement mortar bed T b [ BSEN1340 BN o [ Precast concrete kerb to o <} Concrete Class GEN1 — ~~—_ at each edging end joint. centres to avoid roots.
St 1 _L/-f \ BSEN1340 EF e » bed and backing . T
e T . . R a4’ - q - -
P = SR . it e & - % .7 =—t———Concrete Class GEN1 1000min
a - ARSI I o 20mm cement mortar bed T__, < e o . ) 7‘4 . - RN AN bed and backing i i
e A — Concrete Class GEN1 bed — R R R = Concrete Class GEN1 bed — o R = R |—-I—| mVerge
R and backing R R s and backing C gt e R | 1 | i
150 Concrete Class GEN1 bed | 100 100 | . ﬂ
and backing ' ' 250 | 300 |
' ' Path
HB2 KERB BN KERB EF EDGING HIT & MISS KERB CS2 CHANNEL DETAIL | Nominal 5ram gap between boards for
DETAIL 1 DETAIL2 & 3 DETAIL 4 DETAIL 6 DETAIL 7 movement.

(1:10)

(1:10)

0-6mm @ Pedestrian Crossing

20-25mm @ Vehicular Crossing/driveways

(1:10)

(1:10) (1:10)
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This drawing is to be read in conjunction with all other Bright
Plan Civils drawings, and with all relevant Architect's and
Engineer's drawings and specification. Any discrepancies
found are to be reported immediately to the Engineer.

Bright Plan Civils accepts no responsibility for inaccuracies
in data provided by third parties such as topographic
surveys or Ordnance Survey mapping.

Do not scale, work to figured dimensions only. All
dimensions are in millimeters unless noted otherwise and all
levels are in metres from the topographic survey datum.

Any information given regarding existing underground
services is given in good faith after consultation with the
relevant authority, however accuracy is not certain. The
main contractor is responsible for checking all information
on site prior to work commencing and taking due care whilst
undertaking the works.

All dimensions to be checked on site. All details and
dimensions relating to sub-contractors work must be
checked and agreed between the sub-contractor or supplier
and the general contractor.

The electronic information from this drawing can not be
guaranteed as dimensionally drawn exact. Figured
dimensions must be used for setting out and detailing.
Bright Plan Civils logos and company information must be
removed from copies if information is re-used.

The main contractor is responsible for the design of all
temporary works, and is also responsible for the safe
maintenance and stability of existing buildings at all times.

The main contractor is responsible for dealing with all
occurrences of ground water during the construction period.

The contractor must comply with all current legislation
relating to health & safety.

All products specified shall be installed in strict accordance
with the manufacturers recommendations and instructions.
If there are discrepancies between that information and the
details on any Bright Plan Civils drawings, the
manufacturers instructions must be used.

All earthwork shall be in accordance with the Specification
for Highway Works.

All sub base and capping materials to be in accordance with
the Specification for Highway Works

All soft spots and voids shall be removed before
construction and replaced with suitable fill material.

Road formation to be in accordance with clause 616 and
compacted in accordance with table the requirements of 6/4
of the Specification for Highway Works - Series 600
Earthworks.

Approved residual weedkiller, which does not contain
atrazine or simazine, must be applied to all formations.

All bituminous carriageway materials shall be supplied and
laid in accordance with BSEN 13108-1.

Concrete block pavers to be in accordance with BSEN1338.
Precast concrete kerbs to be in accordance with BSEN1340

Minimum depth of 450mm construction is required for frost
susceptible material.

Where levels are to be made up to sub formation this may
be done with 6F1/6F2 capping.

Patios are to be laid to fall away from buildings at between
1:40 and 1:60.

Path are to be laid to fall away from buildings at between
1:40 and 1:60 and shall have a crossfall of 1:40.

All approaches to principle accesses are to be in
accordance with Building Regulations Part M including
landings at the top and bottom of ramps/steps.

All retaining walls with a retained height of greater than
0.6m shall have a handrail in accordance with Building
Regulations Part K.

Handrails shall be provided where steps comprise more
than 2 risers.

Any works within the public highway shall be carried out
under a licence from the highway authority obtained by the
contractor.

Compaction of areas due to construction traffic/methods,
that are to be soft landscaping or gardens can lead to poor
drainage. These areas are to be thoroughly rotavated
before final dressing.

Earth banks shall be no steeper than 1 in 3.
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