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. Design Code 'Character Areas' (CA) / 'POS Typologies'
(POS)

in accordance with Character Area Plan (pg 26) and POS
Typologies Plan (pg 35) within Hook Lane, Pagham Design
Code Document October 2020. Areas / Typologies labelled
within drawing (see left).
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Keyblok (Marshalls); Colour: Natural - Mix: 70% 200 x 100 x
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Boundary Treatments
== Front Garden Dwarf Walls

M1 Brick to Suit Architectural Proposals; Colour: Red;
Single Skin Wall; 0.5m high; Pattern: Stretcher Bond;
Coping: 3 Soldier/Stretcher Basket Weave; or similar

approved
Estate Rail
YA See Hardworks associated with western corner plots

SPEC TBC also consider use for guarding where
proximity to watercourse top of bank is less than 3m

—o—  Knee Rail
M3 Timber Knee Rail Fencing; 0.6m high; FSC timber

Pumping Station Security Fence
—+— Weld Mesh Panel Fencing; 1.8m high; Colour - Black;
M4 Lockable access gates to match Security Fence
aesthetic. Positioning and specification to be confirmed
by Project Engineer

== Side Garden Walls
M5 Brick to Suit Architectural Proposals; Colour: Red;
Double Skin Wall; 1.8m high; Pattern: Stretcher Bond;
Coping: 3 Soldier/Stretcher Basket Weave; or similar
approved
—— = Back Garden Fencing

Close Board Timber Fencing; 1.8m high; treated FSC
softwood

== \/ehicle Resistant Side Wall
Vehicle Impact Resistant Side Wall to Engineer's
specification to tie into Architect's proposals

U Garden Gates
N1 Single leaf lockable gate to match style of garden
boundary treatment

\J LEAP Self Closing Gate
N2 Monohinge Self-Closing Gate; Colour: Black;
1m high; 1.2m wide; to tie into adjacent
boundary hedge with black hoop top fencing
to match

\J LEAP Double Leaf Gate
N3 MEDWAY Double leaf gate; Colour: Black; 1m high;
2.1m wide; to tie into adjacent boundary hedge with
black hoop top fencing to match

A Pedestrian Guardrail

broxap Pedestrian Guardrail; Colour: Black Powder
Coated; 0.9m high; 12mm infill bar arrangement; or
similar approved
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Landscape/Play Features

Timber Landscape Features

Locally Sourced Logs and Stumps; Large, Medium and
Small Profile Features: circa 900-1200mm through to
250mm-400mm diameter; Timber to be stripped of bark
and planed smooth where required; Features to be
curated by Project Landscape Architect to align with and
fulfil the design as drawn
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P1

CA : Hook Lane and
Pagham Rife Green

Trim Trail Features

P2 Treated Larch Timber Rounds; 150mm Diameter;
200-400mm Upstand; Set in Linear Trail circa
200-400mm Apart; Chamfered Edges; or similar

approved

Boulder Features

P3 Locally Sourced Rock Boulders; Large, Medium and
Small Features: circa 2500x2000x1000mm through to
600x600x400mm diameter; Boulders curated to be
naturally free from acute and protruding irregularities;
Features to be curated by Project Landscape Architect
to align with and fulfil the design as drawn
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Play Equipment - 2 bay Swing
Q1 TSF103 - 2 Bay Swing with Nest Swing, 1x Bumper seat
and 1x Pod Seat; to manufacturer's specification

Play Equipment - Bee Springie
SSB170 - Bee Springie; to manufacturer's specification

Play Equipment - Ladybird Springie
Q3 SSB160 - Ladybird Springie; to manufacturer's
specification

Play Equi 1t - Inclusive Rour
Q4 SIR000 - Inclusive Roundabout with Seat & Scooter; to
manufacturer's specification

Play Equipment - Orchard Baby Mammoth
Q5 OTW104 - Orchard Baby Mammoth; to
manufacturer's specification

Play Equipment - Orchard 4 seat Seesaw
Q6 TNBO10 - Orchard 4 seat Seesaw; to
manufacturer's specification

Play Equipment - Orchard sabre
Q7 OTW102 - Orchard sabre; to manufacturer's
specification
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< Play Equipment - Play Panel
\(IU Qs Flower Explorer Play Panel (2x Posts); to
S manufacturer's specification
<
i;U Play Equipment - Play Panel
Q9 Pond Explorer Play Panel (2x Posts); to
manufacturer's specification
~, Indicative 0.5m Topographical Build Up
//// Design and Specification to be confirmed by Project
é{ Engineer on-site in consultation with Project Landscape
Architect

_»”  ELEAP Stock Post Fence
»'s1 Standard Stock Post Fence to be used in conjunction
with gates to ensure security until a point where the
hedge boundary is fully established

Kerbs & Edges

Vehicular Tarmac Road Carriageway — Conservation Kerb
(Marshalls); Colour: Silver Grey; 100mm upstand; 145 x 255mm x
various; or similar approved

Shared Surface Road Carriageway — Conservation Kerb
(Marshalls); Colour: Silver Grey; 256mm upstand; 145 x 255mm x
various; or similar approved

Single Dwelling Parking Allocation - Flush Concrete Edging to
Demarcate Threshold to Private Parking Allocation - Conservation
Edging (Marshalls); Colour: Silver Grey; 63 x 150mm x various; or
similar approved

Multiple Dwelling Parking Area - Pin Kerb - Flush Concrete Edging

H1 to Demarcate Threshold to Parking Area and Parking Divisions -
Conservation Edging (Marshalls); Colour: Silver Grey; 63 x
150mm x various; or similar approved

Cyclepath/Pavement/Driveway to Soft - Flush Concrete Edging -
Conservation Edging (Marshalls); Colour: Silver Grey; 63 x
150mm x various; or similar approved

All Other Flush Hard Materials Changes - Flush Concrete Edging -
Conservation Edging (Marshalls); Colour: Silver Grey; 63 x
150mm x various; or similar approved

POS Gathering Spaces - Upstand Timber Rounds — Treated Larch
Timber Rounds; 150mm Diameter; 150mm Upstand; Set Side by
Side in Continuous Row; Chamfered Edges; or similar approved;
Gaps between Rounds and adjacent Paving to be infilled with
compacted Hoggin (see Hoggin within Key)

C Updates to suit latest Thrive 21 May 21
Layout

B Updates to suit latest Thrive 19 May 21
Layout

A Updates to suit layout revision; 18 Dec 20
materials updated as per client
request
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