Wavin "AquaCell Core-R" storage units-or

similar approved.

Wavin "AquaCell Plus-R" storage
unit or similar approved.

Wavin "AquaCell Plus-R" storage /

unit or similar approved.

Wavin "AquaCell Core-R" storage
units or similar approved.

Reinforced concrete cover slab

For length and width of units
refer to Drainage Layout
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COMPRESSIVE STRENGTH OF ADOPTABLE
CRATES SHOULD BE MINIMUM OF 600kN/m?
VERTICALLY AND 60kN/m? HORIZONTALLY
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For length and width of units
refer to Drainage Layout

Manhole cover and frame bedded and haunched in

1:3 cement mortar.

/
_—

Typical Surface Water Attenuation

For pipe arrangement and sizes refer to
Drainage Layout

Tank

Impermeable membrane to be wrapped
around storage units and welded in

Wavin "AquaCell Core-R" storage accordance with manufacturer's specification.

units or similar approved.

400

Min 100mm thick coarse sand

Wavin "AquaCell Plus-R" storage laying course

unit or similar approved.

Cross-section

Class D400 Cover and frame to BS
EN124 with 675x675mm minimum clear
opening.

bedded with mortar, proprietary
bitumen or resin mastic sealant.

In-situ concrete (ST3)
(designed to BRE Special Digest 1
Concrete in Aggressive Ground)

High strength concrete topping.

Construction joint

(100mm above base of
bottom ring).

Concrete (ST3)

500min
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|

110mm dia
air-vent

\

Type 1 or 2 sub base material compacted in 150mm layers in accordance———4

with the Specification for Highway Works. Compaction equipment on top
of the system not to exceed 2,300kg per metre width in areas subjected
to vehicular loadings. Backfill to be selected site-won, granular material

in soft landscaped areas.

subject to vehicle loadings.

»— Minimum cover for storage units to be 750mm
in car park areas or 600mm in areas not

10000
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Engineering or special purpose
concrete brickwork
4 courses (max)

2 course (min)
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L Adaptors for pipe
connections to

100

225

min.

manufacturers details.

Storage units to be fully wrapped with a 1mm thick impermeable membrane
welded in accordance with manufacturer's specification to achieve watertight

\— Min 100mm thick coarse sand

laying course.

joints. High Performance UGD by Vis-Queen or equivalent. The membrane

should be surrounded with a min 300g protective fleece.

Note: Taped or any other form of non-welded joint will not be permitted.

Section

4 and/or precast concrete
, cover frame seating rings.
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Precast concrete chamber
sections and cover slab to be
bedded with mortar, proprietary
bitumen or resin mastic sealant.
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GENERAL NOTES

1. The location, size, depth and identification of
existing services that may be shown or referred
to on this drawing have been assessed from
non intrusive observations , record drawings or
the like. The contractor shall safely carry out
intrusive investigations, trial holes or soundings
prior to commencing work to satisfy himself
that it is safe to proceed and that the
assessments are accurate. any discrepancies
shall be notified to gta prior to works
commencing.

2. Tender or billing drawings shall not be used
for construction or the ordering of materials.

3. Do not scale. All dimensions and levels to be
site confirmed.

4. This drawing shall be read in conjunction
with all relevant architects, consultants
drawings and specifications, together with H&S
plan requirements.

5. Copyright : This drawing must not be copied,
amended nor reproduced without the prior
written agreement of gta.

6. All drawings specifications and
recommendations made by gta are subject to
Local Authority and other relevant Statutory
Authorities approval. Any works or services
made abortive due to the client proceeding
prior to these approvals is considered wholly at
the Clients risk. gta hold no responsibility for
resulting abortive works or costs.
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