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1. The location, size, depth and identification of existing services that may be shown or referred to

on this drawing have been assessed from non intrusive observations , record drawings or the like.

The contractor shall safely carry out intrusive investigatio

ns, trial holes or soundings prior to

commencing work to satisfy himself that it is safe to proceed and that the assessments are
accurate. any discrepancies shall be notified to gta prior to works commencing.

2. Prior to commencement of works the contractor shall provide co-ordinated and dimensioned

installation drawings and calculations and allow 10 worki

ng days for gta's checking procedure

prior to proceeding with those works or the ordering of materials.

3. Tender or billing drawings shall not be used for construction or the ordering of materials.

4. Do not scale. All dimensions and levels to be site confirmed.

5. This drawing shall be read in conjunction with all relevant architects, consultants drawings and

specifications, together with H&S plan requirements

6. Copyright : This drawing must not be copied, amended
written agreement of gta.

nor reproduced without the prior

7. All drawings specifications and recommendations made by gta are subject to Local Authority
and other relevant Statutory Authorities approval. Any works or services made abortive due to the
client proceeding prior to these approvals is considered wholly at the Clients risk. gta hold no

responsibility for resulting abortive works or costs.
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DEPTH 1.530m
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JYYYYYYY Y Y Y *Basins to be lined with an impermeable

geo-membrane - Bentotex GCL50 Geosynthetic Clay

liner installed to manufacturer's instruction on base and

sides of excavation. Pond liner anchorage to be

installed as per Bentotex installation instructions.

Basins to be backfilled with 150mm topsoil and .
1040mm minimum thickness of engineering fill of

high clay content to act as ballast to prevent

pond buoyancy. Liner wrapped under and up

sides to existing ground level.
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A hb I 0.5m wide/0.6m depth channel - clean coarse
¥ Y granular material nominal size 40/60mm - to be
provided within the base of the basin to allow

water flow.
*Basins to be lined with an impermeable

geo-membrane - Bentotex GCL50 Geosynthetic Clay
liner installed to manufacturer's instruction on base and
sides of excavation. Pond liner anchorage to be
installed as per Bentotex installation instructions.
Basins to be backfilled with 150mm topsoil and
1150mm minimum thickness of engineering fill of
high clay content to act as ballast to prevent
pond buoyancy. Liner wrapped under and up

sides to existing ground level.
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DESIGN NOTES

ARCHITECT.

CLOSE.

POSSIBLE.

1. STORAGE DESIGN BASED ON 1 IN 100 YR STORM + 40%.

2. DRAIN POINTS AND LOCATIONS TO BE CONFIRMED BY

3. CONTRACTOR TO ESTABLISH LOCATIONS OF ALL EXISTING
SERVICES PRIOR TO COMMENCING.

4. EXISTING TREES TO BE PROTECTED WHERE EXCAVATIONS RUN

5. THE PROPOSED CONNECTIONS INTO THE ADOPTED SEWER
NETWORK AND THE DISCHARGE RATES WILL ALL BE SUBJECT TO
APPROVAL AND INSPECTION BY SOUTHERN WATER UNDER THE
TERMS OF A SECTION 106 AGREEMENT.

6. ALL ADOPTABLE ELEMENTS OF THE WORKS TO BE CONSTRUCTED
AS DETAILED IN THE SECTOR GUIDANCE IN RELATION TO THE
ADOPTION OF SEWERAGE ASSETS BY SEWERAGE COMPANIES IN
ENGLAND AS ENABLED BY WATER UK'S CODE FOR ADOPTIONS.

7. THE PROPOSED DRAINAGE LAYOUT IS SUBJECT TO DRAINAGE
SURVEY OUTCOME CONFIRMING PIPE SIZES AND INVERT LEVELS OF
EXISTING MANHOLES FORMING FINAL OUTFALLS OF THE SITE'S
PROPOSED DRAINAGE NETWORK. ANY VARIATIONS TO BE
REPORTED TO THE ENGINEER PRIOR TO COMMENCING ANY WORKS
ON SITE. WORK TO COMMENCE AT DOWNSTREAM END WHEREVER
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FOR SPECIFICATION NOTES REFER TO DRAWING
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Revised to LLFA comments. Basin 5 removed and
replaced with Tank 1. Control flows revised.

Substation and pumping station moved.
Detention basin 4 amended. SW drainage
amended from Headwall 11 to SWMH1.25,
HWMH16.1 to SWMH1.25 & private sw

Flood bunds added on south-east corner of site.
Service margin, buffer zones and easement
zones around SuDS, existing/proposed
watercourses added.

for plots 9-15.

P5

P4

P3

P2
P1

Private NA22 house types changed to NA21.

Amended to suit ICOSA Water comments

Adoptable highway road gully/private road
gully cover levels added. Engineering fill
thickness adjusted underneath ponds to suit
updated buoyancy calculations.

Drawing updated to suit client's comments
dated 28/03/22

Drainage layout updated
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