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DO NOT SCALE THIS DRAWING ALL DIMENSIONS MUST BE CHECKED ON SITE
ANY DISCREPANCIES SHOULD BE REPORTED DIRECTLY TO SOLINIUM
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TORNADO FENCING OVERVIEW

R13/192/15 IS A FULL HEIGHT ONE—PIECE BARRIER TO AID THE SECURITY
ON RURAL SOLAR FARM PROJECTS. SOLID VERTICAL WIRES ADD STRENGTH AND
RIGIDITY TO THE NET. THE UNOBTRUSIVE HIGH PRESSURE BONDED TORUS KNOT
PROVIDES A PLEASING AESTHETIC FAVOURED BY PLANNERS. TORNADO SOLAR
FARM FENCE IS MANUFACTURED WITH HIGH TENSILE WIRE WHICH STRAINS
TIGHTER THAN MILD STEEL AND SO REQUIRES FEWER INTERMEDIATE POSTS,
MAKING IT QUICKER TO ERECT. IT DOES NOT STRETCH WITH WEATHERING SO
DOES NOT NEED TO BE RETIGHTENED ANNUALLY.

COMPLIANCE WITH BRITISH AND EUROPEAN

STANDARDS

BSEN 10218 — STEEL WIRE AND WIRE PRODUCTS PART 2 — GENERAL WIRE
DIMENSIONS AND TOLERANCES.

BSEN 10223 — STEEL WIRE AND WIRE PRODUCTS FOR FENCING AND NETTING
PART 5 — STEEL WIRE WOVEN HINGED JOINT AND KNOTTED MESH FENCING.
BSEN 10244 — STEEL WIRE AND WIRE PRODUCTS NON—-FERROUS METALLIC
COATINGS ON STEEL WIRE PART 2 — ZINC OR ZINC ALLOY COATINGS (ALL
TORNADO PRODUCTS GALVANISED TO CLASS A).

SUSTAINABILITY

ALL TORNADO PRODUCTS ARE 100% RECYCLABLE.

TRACEABILITY

THIS FENCE IS BATCH MARKED AND CAN BE TRACED BACK TO POINT OF
MANUFACTURE.

NEW ACCESS TO THE SOLAR SITE WILL BE FORMED IN THE EXISTING TRACK.
A 10FT (3048MM) 'DISCOVER’ ACCESS GATE WILL ALSO BE INSTALLED

LANDSCAPING

THE EXISTING SITE IS BORDERED BY MATURE TREES AND HAWTHORN HEDGEROW.
THIS IS PROMINANT TO THE WESTERN AND NORTHERN BOUNDARY. THIS IS
SUFFICIENT TO 'SHEILD’ THE PROPOSED DEVELOPMENT FROM ANY NEIGHBOURING
PROPERTIES. THERE ARE EXISTING HAWTHORN SAPLINGS TO THE SOUTHERN AND
EASTERN BOUNDARIES, ALTHOUGH ADDITIONAL HAWTHORN AND BLACKTHORN
SAPPLINGS WILL BE PLANTED TO THESE AREAS AS SHOWN ON OUR DRAWING.
THESE WILL BE 2 Y/O SEEDLINGS, APPROXIMATELY 30—45CM (12—18") IN HEIGHT.
WE HAVE DENOTED THESE AREAS ON OUR PLAN WITH A 'HATCHED FILL .

PLANTING WILL COMMENCE IMMEDIATELY AFTER THE SOLAR PV ARRAY,

AND FENCING WORKS HAVE BEEN COMPLETED. THEY WILL BE PLANTED AT SPACINGS
OF 25-50CM, IN TWO STAGGERED ROWS. IN TOTAL WE WOULD BE INTRODUCING
ROUGHLY 120 NEW SAPPLINGS IN A 50/50 SPLIT. PLEASE SEE 'SKETCH A’

EXISTING ACCESS TO THE ADJACENT WATERCOURSE WILL BE MAINTAINED.
OUR PROPOSAL WILL NOT ADVERSELY EFFECT EXISTING ACCESS TO THE
ADJACENT WATERCOURSE.
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SKETCH A

WWW.SOLINIUM.COM
Unit 2 The Valley Centre, High Wycombe, Bucks, HP13 6EQ
Tel : 0800 6527474 Fax : 01494 455577
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