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Material Proposal for South boundary fence 

 

	

	

	

	

	

	

Jacksons	Fencing	Traditional	Featherboard	Fencing–	1800	mm	high	(or	similar)	

 

Material Proposal for the terraced areas 

	

	

	

	

	

	

	

	

Black	sandstone	paving	–	600	x	900	mm		
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Material Proposal for permeable pathway that connects the terraces to the 
garage/parking area 

	

	

	

	

	

	

	

	

	

Locally	sourced	washed	shingle	–	10-20mm.	

 

Material Proposal for timber side gates 

	

	

	

	

	

	

	

	

	

Jacksons	Fencing	Mitre	Topped	Wooden	Palisade	Gate	(or	similar)	
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Permeable material proposal for the driveway – Constructed in accordance with 
Arboricultural Impact Assessment Report LLD 1149. 

 

	

	

	

	

	

	

	

	

	

Locally	sourced	washed	shingle	–	10-20mm	incorporated	within	3	dimensional	GeoCell	
panels	to	a	depth	of	350mm	that	is	suitable	for	frequent	vehicular	access.	

	

 

 

 

 

 

 

 

 

 

 

Kinley	ExCelEdge	Verge	‘Untreated	Steel’	edging	150	x	6	mm	(or	similar)	
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Permeable material proposal for the parking area – Constructed in accordance 
with Arboricultural Impact Assessment Report LLD 1149 

 

 

 

 

 

 

 

	

Marshalls	Drivesett	Tegula	Priora	Permeable	Block	Paving	in	‘Traditional’	(or	similar)	
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