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CDM NOTES

1. EXISTING SERVICES. Depth of existing services must be determined prior to works
commencing. The contractor is responsible for establishing underground services in
accordance with HSE Guidance note HS (G) 47. Any services which would be within
the proposed construction layers must be lowered to below the sub-base.

1. All dimensions are in metres unless stated otherwise.
2. Do not scale from this drawing. Only written dimensions are to be used.
3. This drawing should be read in conjunction with the Architect's and

Structural Engineer's design drawings and specification.
4. Site layout shown in this drawing is based on AAP Architects Proposed

Site Layout, drawing number P1549 Layout-T received in .dwg format
04/02/19.

5. Topographic Survey as per MK Surveys, Project Number 19734 Rev. 2 -
(dated May 2014).

6. For Root Protection Areas refer to fpcr Environment & Design Ltd drawing
number 6233-A (01-04) (dated July 2014).

7. All concrete products should be sulphate resisting.
8. Pipework should have spigot and socket flexible joints.
9. Refer to Geotechnical report for sulphate resisting class and ACEC class.
 


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SCALE BAR 1:200 at A1

DEPTH OF PIPE COVER

The minimum depth of pipe cover to the crown of gravity pipes without
protection should be as follows:

· domestic gardens and pathways without any possibility of vehicular access,
0.35m;

· domestic driveways, parking areas and yards with height restrictions to
prevent entry by vehicles with a gross weight in access of 7.5 tonnes, 0.5m;

· domestic driveways, parking areas and narrow streets without footways (e.g.,
mews developments) with limited access for vehicles with a gross weight in
excess of 7.5 tonnes, 0.9m;

· agricultural land and public open space, 0.9m;
· other highways and parking areas with unrestricted access to vehicles with a

gross vehicle weight in excess of 7.5 tonnes, 1.2m.

Geotextiles and geomembrane to extend
around 300 x 300 anchor trench filled
with compacted earth.

Protective geotextile - Terram T1000 or similar and
Geomembrane - Visqueen HD UDG or similar and
Geotextile - Terram 100 or similar.

Planting landscape architects details
300mm topsoil.

50mm sand layer.
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into steps at 1:5.
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21.050

Safe angle of repose in
short term to be determined
on site by contractor.

250 - 300mm
compacted
granular foundation

MacTex H 15.1As

6° Batter

SFHW class 6N
backfill benched into
in situ material
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2.0m Footway.
2.0m Footway.

150mmØ Inlet PipeIL Varies

MH
CL Varies

IL Varies

600mmØ PPIC Catchpit

40mm single size stone
surround and backfill to trench.

Terram T1000 permeable
geotextile surround to trench
and backfill to trench.
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Width Varies

Granular Soakaway Typical Detail
Scale 1:10
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Marley (UEC12 & UAC03) concrete lid & upvc
frame or similar bedded on 75mm concrete

100mmm Ø vertical perforated
pipe to 300mm above base of
soakaway.

Pipework to fit to preformed
socket using the appropriate

socket to suit the pipe
specification. Position of pipe

may vary-refer to domestic
drainage layouts

Required where soakaway
serves 2 or more plots

Base Level Varies

Proposed
Ground Level

150mmØ Inlet Pipe

CL

Base Level

Top of Units

Cellular Crate Soakaway Units
1m(L) x 0.5m(W) x 0.4m(d)
Wavin AquaCell Core units (95% Void ratio)
The AquaCell units should be laid in parallel to each other but vertical joints
should be avoided, the units should be laid with a "brick bonded" formation.
In addition AquaCell Clips and shear connectors must be used.

100mm bed as per pipe
bedding specification

Pipework to fit to preformed socket using
the appropriate socket to suit the pipe
specification.

600mmØ PPRC
Catchpit

0.70m

Geotextile surround to tank.
Terram T1000 or equivalent approved.
To be installed in accordance with the
manufacturers recommendations).

100mm thick coarse sand
bedding and surround to
soakaway tank.

Typical Geocellular Soakway Detail
Scale 1:50

Invert Level
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Infiltration Basin Plan
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Typical Gabion Headwall and
Basin Bank Benching Detail
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A 12.03.20 LD PJ TRSGeocellular Soakaway detail added. Dimensions to basin added.
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