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Double row of granite

setts block laid flush to

delineate Public

Highway legal

boundary.

No dig construction method

& porous surface material

within RPA of existing trees

3m x 6m Grasscrete

construction for

maintenance access

-SURFACE FINISHES, KERBING AND EDGING KEY-

BN Kerb, 6mm upstand (pedestrian); 25mm

upstand (vehicular)

1.8m high close boarded fence (by Others)

HB2 Kerb, 125mm upstand

CS2 Kerb

POROUS PAVING

(Shared Access Road & Driveways - 1.

Infiltration System & 2. Tanked System)

FOOTWAY CROSSOVER CONSTRUCTION

FOOTPATH CONSTRUCTION

Timber Edging

ACCESS CONSTRUCTION

(Shared Access Road - Standard)

Transition Kerb

BLOCK PAVING STRIP

EF Edging, laid flush

PATIO CONSTRUCTION

(Slabs to Client's Preference)

Double row Granite Setts, laid flush

Masonry Wall (Retaining)

(By Others)

Root Protection Zone (Refer to Arb Report)

SELF BINDING GRAVEL

(Excavation to be hand-dug within RPA

areas)

GRASSCRETE

Project

Client
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This map is based on or reproduced from Ordnance Survey

material with the permission of Ordnance Survey on behalf

of the controller of Her Majesty's Stationary Office (c) Crown

Copyright. This drawing is based upon Ordnance Survey

mapping - RGP accept no liability for any inaccuracies with

the data.

1. This drawing is to be read in conjunction with all other Bright Plan
drawings, and with all relevant Architect's and Engineer's
drawings and specification. Any discrepancies found are to be
reported immediately to the Engineer.

2. Bright Plan accepts no responsibility for inaccuracies in data
provided by third parties such as topographic surveys or
Ordnance Survey mapping.

3. Do not scale, work to figured dimensions only. All dimensions are
in millimeters unless noted otherwise and all levels are in metres
from the topographic survey datum.

4. Any information given regarding existing underground services is
given in good faith after consultation with the relevant authority,
however accuracy is not certain.

 Transport Planning and Infrastructure Design Consultants
 2 West Barn, Norton Lane, Chichester, West Sussex PO20 3AF

 Tel: 01243 210418  Fax: 01483 861682
www.brightplancivils.co.uk

BPC SUPPORTING DRAWINGS:

Drg No. Drg Title.

001 Engineering Layout - Levels, Contours & FFLs

002 Engineering Layout - Below Ground Drainage

004 Engineering Layout - Combined Services

005-007 Construction Details

008 Culvert Detail

RESIDUAL HAZARDS

In addition to the hazards/risks normally associated with the type

of work detailed on this drawing, note the following:

It is assumed that all works will be carried out by a competent

contractor working, where appropriate, to an approved risk

assessment and method statement

1. Unknown services/depths within work zone. Contractor to

undertake necessary precautions.

2. The works will involve the movement of plant and

machinery on a live construction site. There is a risk of

potential conflict between plant/machinery and private

vehicles/pedestrians. Contractor to undertake necessary

precautions and ensure suitable traffic management is in

place prior to commencement.

3. In order to install the permeable paving, shallow

excavations will be required within proximity  of existing

buildings. Investigation is required as to the extent, depth,

and protection requirements of existing building

foundations.

4. Excavations close to existing structures. Contractor to

prepare method statement to ensure stability of any

existing structures.

DateRev. Amendments
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