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u 7 7% NOTES
‘H ‘ 1. Alldimensions are in metres unless stated otherwise.
Y { 73 < 2. Do not scale from this drawing. Only written dimensions are to be used.
\ 1 ) _ ’ 3. FW & SW house drainage is to be constructed in accordance with the Building Regulations & BS8301 & SSG Appendix C Design and Construction Guidance

7 { .9 V Approved Version 2.2 dated 29 June 2022 and the specific requirements of ICOSA.

(J ) 4 ‘ 4. Drains are to be constructed using flexibly jointed vitrified clay pipes to BS EN 295-1991 "Super Strength" specification (e.g. Hepworth Supersleve or similar)
{ ( 4!' or uPVC drainage pipework to BS4660 & BS2494, bedded & backfilled in accordance with manufacturers instructions.

( 1 > | 1 5. Location of sewers & lateral drains to be in accordance with the SSG Appendix C Design and Construction Guidance Version 2.1 dated 25 May 2021 and the

A\ { CU (| specific requirements of Icosa Water.
“ ) (J ) (2 ) 1 6 Backfilling of drain trenches adjacent to dwelling or other structure to be in accordance with BS8301-Fig. 9.
(| 0% / 7. Cover levels indicated on the Drainage Schedules are nominal & may be adjusted to suit finished ground levels as necessary.
4 ( 8 Generally Inspection chamber covers should be Grade D400 in trafficked areas Grade B125 in parking areas and occasional traffic and A15 in pedestrian
X 1 only areas.
7 \ (| Rainwater downpipes to be connected direct to drain using an appropriate adaptor & removable section of downpipe to permit rodding access.
) ) = 10. The positions of SVP's, stub stacks, WC outlets, Back inlet gullies etc. & rainwater downpipes are to be accurately located from the house type working
( drawings.

Y, 11.  Generally FW drains are to be laid to falls of 1 in 40, SW drains are to be laid to falls of 1 in 60, both in 100mm diameter pipes. SW pipes are to be 150mm
diameter when serving 2 dwellings or 2 RWP connections. FW pipes are to be 150mm diameter when serving 10 dwellings or more unless stated otherwise,
or where a schedule is provided.

\“ b 12. 100mm@ FW Drains are to be laid to minimum fall of 1 in 80 and 150mm@ FW Drains are to be laid to minimum fall of 1 in 150.
) 13.  Gullies situated in areas accessible to wheeled vehicles to be of suitable construction for trafficked areas.
“ 14.  Where land drain is identified on the Architect's details, connect into nearest SW system.
-, | ) ) 15.  Where catchpits have been shown in rear gardens connecting to land drains, 600mm PPIC catchpit to be used.
. J 16.  This drawing should be read in conjunction with the Architect's and Structural Engineer's design drawings and specification.
17.  Site layout shown in this drawing is based on Carlton Design Partnership Site Layout Scheme 5, drawing number 210824/SL01/SL Revision X, issued to RCP
( % 17 in .dwg format on 24/01/2023.
\ / / 18.  Site Access and Section 278 Works as per Paul Basham Associates .dwg file “041.5071 X-S278 ALIGN_STRIPPED_08.08.22 - CDPEdit", issued to RCP on
7 \ 10/01/2023.
(¥ | 19.  Architectural blocks based on Carlton Design Partnership Substructure Layouts, drawing numbers 2201/SUB/01 to 16, issued to RCP in .dwg format on
| 24/03/2023.
~ Y 20. Topographical Survey as per Premier Surveys Limited Site Survey, drawing number 6531_SITE_R1, issued to RCP in .dwg format on 09/03/2022. Additional
o ) topographical survey as per Siteline Site Survey, drawing number 36TLO1, issued to RCP in .dwg format on 24/06/2022 & 10/11/2023.
A 21.  This drawing should be read in conjunction with other Domestic Drainage Layouts, Foul and Surface Water Sewer Longitudinal Sections (BSO/E5004/211 to
1 215), Section 104 Adoption Layout (tbc), Surface Water Sewer and Foul Water Sewer Manhole Schedules (BSO/E5004/411 & 412), Section 104 Drainage
} [, Construction Details (BSO/E5004/413 to 414) and Domestic Drainage Construction Details (BSO/E5004/461 & 462).
A ) 1 22.  Where backdrop is less than 1.0m for domestic drainage, backdrop to be accommodated with internal benching.
/. ) 23. Surface water from private areas is not to be discharged onto adoptable highway and vice versa.
24. Al OWC works to be in accordance with Arun District Council Details. Pipe bedding of all OWC works to accord with ADC drawing 80000301 Rev C.
25.  All footpath slabs shall have a crossfall to drain surface water into adjoining gardens.
P4 7 26. All future private driveways, parking bays, etc to be designed to fall surface water run-off away from S38 works. If not achievable, full width ACO drainage to
5 be installed.
% 7 1 4 27. ANY VARIANCE OR DISCREPANCY MUST BE REPORTED BACK TO RCP ENGINEERING BEFORE WORK BEGINS.
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