
Footpath / Cycle Link

SW

249

250

251

252 253

254

255
256

340

341

343

344

345

346

347

354

355

356
357

358
359

360

361
362

363

364

365

366

367

368

369

370

371

372

373

374

376

375

377

378

379

380
381

382

383

384

386

385

398

399

339
320

338
321

337 322
336

323
335

324

325
333

326

327

328

329330331

296
297

334

293

294

295

309

310

311

312

313

287

291

290

292

289

288

332

342

BCP

BCP

BCP

Fire & refuse
turning area

V

V

V

V

V

V

V

V

V

V

V

V

387

388

388

389

389

398
398

399

399

375

375

374

374

373

373

372

372

371

371

370

370

369

369

376

376

377

377

378

378

379

379

380 381

381

380

382

382

383

383

384

384

364

364
363

363

365

365

366

366

367

367

368

368

361
361

360

359

359
358 358

357
356

357

356

355

355

354

344

344

V

340

340

342

343

341

327

327

345

345

346

346 347

348

348

349

349

347

325

326

326

325

324

323

323

324

321

322

322
321

339

339

338

338

337

336

336

337

334

333

335

335

332

332

329

329

330

330

253
254

256

252
252

V
255

255

251

251
250

250

249

249
248

248

297

296
296 295

295

292

292

291

291

293

294

287

287

288

289

289

288

290

290

SW

SW
SW

353

348

349

350

351

352
350

350

397

396

395 394
393

392 391
390

389

387
388

397

397

396

396

395

395

394
394

393
393

392
392

391
391

390
390

387

354

353

353

352

351

352

351

319

318

317

316

315

314

320

320

319

319

318

318

317

317

316

316

315

315

314 314

286

286

V

V

BCP

BCP

BCP

BCP

BCP

BCP

381

362

362

360331

331

328

328

Fire & refuse
turning area

385

386

386

V

BCP

22m

24m

22m

78m 11
m

25
m

Refuse vehicle
reversing for 17m.

Refuse vehicle
reversing for 16m.

KEY - SWEPT PATH ANALYSIS

Vehicle Body Outline

Vehicle Wheel Envelope

Vehicle Body Envelope

VEHICLE DESCRIPTION FOR SWEPT PATH ANALYSIS

KEY

Site Boundary

Total carry distance for Refuse Operative

Total carry distance for Resident

1. Allowable carry distance for bins for residents is 30m.

2. Allowable carry distance for bins for refuse operatives is 25m, 10m for
Eurobins.

CONSIDERATIONS FOR REFUSE STRATEGY
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SCALE BAR 1:500 at A1

Crown copyright. All rights reserved. Licence number 100042156C

Phoenix 2-17N (with Elite 2 6x2 ML chassis) - Arun District Council

Overall Length 10.220m
Overall Width 2.250m
Overall Body Height 3.707m
Min Body Ground Clearance 0.260m
Track Width 2.250m
Lock-to-lock time 4.00s
Curb to Curb Turning Radius 10.550m

10.220m

1.665m 3.882m 1.318m

1. All dimensions are in metres unless stated otherwise.

2. Do not scale from this drawing. Only written dimensions are to be used.

3. Red indicates vehicle moving forward, blue indicates vehicle reversing.

4. Site Layout and boundary based on AAP Architecture Proposed Site Layout,
drawing number "P1549" revision D .dwg format received on 17/05/2019.

5. Topographic Survey as per MK Surveys Topographical Survey, drawing
number 25802 provided in October 2018.
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