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Semi-Mature

. Semi-Mature
1 No.Betula pendula™~—1 No. Sambucus nigra

\ Semi-Mature
} 2 No. Alnus glutinosa

——

Semi-Mature
2 No.Betula pendula

Semi-Mature
2 No. Sambucus nigra
T

Tree fixing to be within
50mm of top of stake

FSC approved timber stake 75mm dia

Secured centrally by supporting band of fine
hose or equivalent webbing: min width 70mm

NOTE:
Root B

arriers to be installed alongside

services trench works.

If tree pit is within 3000mm of underground services or
kerbs - GreenBlue Urban ReRoot 600 for kerb protection
and ReRoot 1000 for services or similar and approved

Trees species / specification as

planting schedule

50mm organic mulch

Green Blue Urban ROOTRAIN Metro
irrigation system (or similar approved) nailed
to stake. Ensure filler cap slightly above
mulch level

400mm imported topsoil to BS3882:2015 plus
compost/slow release fertilizer

500mm free-draining imported subsoil or
horticultural grit depending on porosity of soil type
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Strimmer guard fitted to base of
trunk where trees fall within
grassed areas

Position of rootball at correct level

(nursery line). Slightly proud of
surrounding ground levels

Stake driven 300mm below
bottom of perforated ground

200mm clear washed stone to be included as

necessary. 40mm single sized washed stone, no
fines - each pit to be inspected following
excavation to assess soil conditions and need
for positive drainage pipework

D02 /1:20 @ A1

Subgrade - perforate to 200mm

NOTE 1 The functioning of topsoil within a landscape depends not only on the quality of the topsoil but also on the care given to the preparation of the receiving area, which will
often have been compacted by the passage of vehicles or storage of materials.

NOTE 2 It is particularly important that the topsoil is not over-compacted during spreading. Over-compaction prevents plant root growth and function, and reduces water

attenuation and the ability of excess water to drain away. It is one of the most common reasons for plant failures in landscape schemes, and it increases the risk of erosion and
runoff. Placement of soil by tracked hydraulic excavators working in strips from ground not yet loosened (the “loose-tipping” method) is a way to avoid this.

@ Standard Tree - Single Stake

. —
[ I

50mm organic bark mulch

Green Blue Urban ROOTRAIN Metro irrigation system

(or similar approved) nailed to stake.

Ensure filler cap slightly above mulch level

Tree pit backfill: 400mm topsoil layer to BS3882:2015

200mm clear washed stone to be included as

plus compost / slow release fertilizer

500 mm subsoil layer. Approved

NOTE:
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30 40

1:500

50m

Native Scrub Mix - Eclogical Enhancement and Dormouse Mitigation Area

1094 No. Crataegus monogyna
1094 No.Prunus spinosa

875 No.llex aquifolium
1750 No.Rosa canina

219 No.Rubus fruticosus

219 No. Lonicera periclymenum

Root Barriers to be installed alongside
services trench works.

If tree pit is within 3000mm of underground
services or kerbs - GreenBlue Urban
ReRoot 600 for kerb protection and ReRoot
1000 for services or similar and approved

free draining backfill material

necessary. 40mm single sized washed stone,
no fines - each pit to be inspected following
excavation to assess soil conditions and

(03

need for positive drainage pipework

Arborguy strapped anchor
system with ground anchors

Semi Mature - Proprietary underground guying

D03

1:20 @ A1

400

500

200

Position of rootball at correct level
(nursery line). Slightly proud of
surrounding ground levels

NOTES:

1. This drawing is to be read in conjunction with all
relevant contract drawings and specifications with
any conflicting information to be brought to the
attention of Deacon Design before works commence

on site.

2. Do not scale from this drawing, (except for
planning application purposes only) always work to

noted dimensions.

3. All given dimensions in mm.

KEY

E Application Site boundary
Soft Landscape

= Existing trees to be retained. Redline denotes
I ') Root Protection Area (RPA) to be read in
‘\\;:/ 7 accordance with Aspect Tree Report

Existing trees to be removed see Aspect
Arboricultures drawings for details

and enhanced with infill planting to reinforce

Existing boundary vegetation to be retained
{:::} habitat corridors

Proposed Tree Planting
Standard = 83 no Trees
Semi mature = 56 no Trees

Proposed Orchard Tree Planting in Community
Orchard (min. 2,115 sgm)

Proposed specimen shrub planting

Proposed wall shrubs / climbers

Proposed native / ornamental shrub planting
Species mix appropriate to landscape setting /
ecological enhancement opportunities

Formal hedgerow to main roads and to define
private front gardens facing public realm

Proposed native mix hedgerow to the boundary of
the entrance

\NL(B Proposed Scrub Mix Dormouse Mitigation and
| mj) Ecological Enhancement Area

Proposed meadow mix to public open space.

Emorsgate EM4, Meadow Mixture for Clay Soils,
or similar and approved

Proposed Earthworks mound to Public Open
Space , 1;3 gradient banks and 600mm high ,
with footpath at top of the bank

Proposed mown paths through the Public Open
Space

Proposed amenity lawn to verges (service
margins) - Emorsgate EL1 - Flowering Lawn
Mixture or similar and approved

Proposed amenity grass to rear garden lawns -
Emorsgate EM1 or similar and approved

Attenuation Basin

Proposed Wetland Seed Mix to swales and SuDs
Basins - Emorsgate EM8: Meadow Mixture for
Wetlands, or similar and approved

Coir pallets: 2mx1m positioned along the
Mean Water Level (1 metre below water line,
1 metre above water line), Salix Coir Pallets
or similar and approved: 83 L/m

Location Plan
Not to scale
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