
ACCESS ROAD (SOUTH) GULLY DISCHARGE TO
FORMPAVE DISTRIBUTION BOX

(Scale 1:20)

Formpave distribution tanks or similar approved
Single = 354 x 708 x 150mm or
Refer to Drainage GA drawing for locations

Impermeable
geomembrane

ACCESS ROAD (SOUTH)
FIN DRAIN OUTLET

(Scale 1:20)

Fin drain with 'T' outlet
connection

NOTES
Supplied by WTB Geotextiles or UGS
To be installed in accordance with the
manufacturers instructions
www.geotechnics-uk.com
Tel: 0845 600 5505
Email: geotechnics@wtbgroup.com

*

*Impermeable
geomembrane

Low point of road
9.678

Low point of voided subbase
9.156

6F1 capping layer where voided subbase is
less than 400mm thick at low point of
carriageway
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Level base 10.74m AOD

SW Catchpit - Wavin BK 500x1250 Silt Trap, or
similar approved. Upstream access chamber with
sump to all chambers which directly precede the
storage tanks.

CATCHPIT CHAMBER
(Scale 1:20)

BEANY BLOCK TRAPPED GULLY OUTFALL DETAIL
(Scale 1:20)

Outfall from catchpit at
higher level

Distribution box

Beany block drainage
channel with 205 base unit

TYPICAL ROAD GULLY
(Scale 1:20)

Galvanised stopper
and chain.

Type HB kerb.

150mm class
GEN 3 concrete
bed and surround.

450 x 1050mm
precast concrete
gully pot to
B.S.5911-6:2004.

150mm
nominal pipe
diameter.

Engineering bricks
to BS EN 771-1:2003
Class F2.
2 courses min.
4 courses max.

Heavy duty cast iron gully
grate and frame to
B.S.E.N.124 class D400.

FASERFIX KS200 DRAINAGE CHANNEL
DRAIN DETAIL

(Scale 1:20)

150mm minimum Class GEN1
concrete bed and surround or as
specified by channel drain supplier.

Isolation jointIsolation joint
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150 150

Faserfix KS200 concrete drainage channel
system. Level invert.
Ductile iron mesh E600 grating

125 440 125
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Movement joint and seal

M12 mortar

ST1 concrete bed and surround

TYPICAL 205 BASE UNIT BEANY BLOCK
(Scale 1:20)

REDUNDANT OWC
BACKFILLING DETAIL

(Scale 1:50)
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300mm thick clean 40mm crushed gravel within bed of watercourse

As dug material compacted in 250mm thick layers

Loose
Supplied 
Davit Socket

Access Cover and
Frame Supplied
Loose

Concrete Surround

Pipe Coupling

Rising Main

Pumps on self locating
quick release couplings

Pump Discharge

Level Control Floats

Pump Discharge

Davit Socket
Supplied Loose

Cable duct connection.
Fitted into tank to suit
site requirements

Control panel in a weatherproof kiosk,
mounted externally on a plinth

Pump Discharge
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110mmØ Osma cable duct laid on most
direct route between tank and control
station.  (installation complete with draw
rope by groundworks contractor).

Sockets for sewer connections.
Fitted into tank to suit site requirements
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Lowest Invert Level
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FOUL WATER PACKAGE PUMPING STATION
1250 SERIES BY PIMS (OR SIMILAR APPROVED)

(Not To Scale)
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Minimum 200mm thick
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Concrete plinth Kiosk
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DRAINAGE NOTES:

1. All adoptable pipes, bends and junctions shall be vitrified clay in
accordance with the current version of BS EN 295-1, with flexible joints
and kitemark certified.

2. All Adoptable sewers shall be in strict accordance with the SSG
Appendix C - Design and Construction Guidance. Unless otherwise stated
adoptable sewers shall be 150mm diameter and shall be laid in a class S
bedding. Where the depth to soffit is less than 1.2m under a public
highway or 0.9m elsewhere the pipe shall be laid with a class Z bedding.

3. All private building drainage shall be constructed in strict in accordance
with the current version of BS EN 752:2017. Unless otherwise specified
building drainage shall be 100mm diameter and shall be laid at a minimum
gradient of 1 in 40 for foul drains and 1 in 80 for surface water drains. All
building drains shall be laid in class B bedding unless otherwise specified.

4. Where a pipe is within 1m of a foundation the trench shall be filled with
class GEN 3 concrete up to the lowest level of the foundation. Where the
trench is further than 1m from the foundation, the trench shall be filled with
class GEN 3 concrete to a level below the lowest level for the foundation
equal to the distance from the foundation less 150mm. In both cases the
pipe shall be bedded and surrounded in 150mm thick class GEN 3
concrete.

5. Where pipes, external to the structures, have a depth to soffit from
ground level of less than 450mm they shall have a class GEN 3 concrete
encasement (150mm thick). In all other cases the pipes shall be bedded
and surrounded with 100mm thick granular material.

6. In any circumstances where pipes are bedded and surrounded in
concrete flexible joints should be provided. Compressible boards
(fibreboard or polystyrene) shall be provided at a maximum of 8m centres
(coinciding with pipe joints). The boards shall be pre-cut to pipe diameter
and to a height and width equal to the concrete cross section. A board
thickness of 18mm for pipes up to 450mm nominal diameter and 36mm for
pipes over 450mm nominal diameter.

7. All svps shall have rodding access plates fitted at their bases (ground
floor level).

8. Where existing pipes are to be abandoned they shall be dug out
together with any abandoned manholes.

9. Any discrepancy between the drawing and site should be reported
immediately to the Engineer.

10. All manhole and chamber sizes are given as a minimum to meet the
SSG Appendix C-Design and Construction Guidance

GENERAL NOTES:

1. All dimensions to be checked on site.  All details and dimensions
relating to sub-Contractors work must be checked and agreed between the
sub-Contractor or supplier and the general Contractor.

2. This drawing is to be read in conjunction with all relevant Architect's and
Engineer's drawings and specification.

3. The main Contractor is responsible for ensuring the stability of the
structure whilst the works are in progress.

4. Any information given regarding existing underground services is given
in good faith after consultation with the relevant authority. No liability is
accepted by the Consultant and the main Contractor is responsible for
obtaining and checking all information and taking due care and attention
whilst undertaking the works.


