Fibrelite Parts

Tank Chamber Standard Model — Fibrelite S16

Tank Chamber Standard Cover for Soft — Fibrelite FL100

Tank Chamber Standard Cover for Forecourt — Fibrelite FL100
Boot 63/75mm — Fibrelite PSB75

Boot 90mm — Fibrelite PSB90

Boot 110/160mm — Fibrelite PSB160
Boot 110mm for Conduit — Fibrelite PCET

Standard Penetration
Standard Penetration
Standard Penetration
Standard Penetration

300x300mm EMCO — Wheaton or similar
Bolted Lid & Frame cast

into concrete slab

New Tank Farms to have 800mm Gap between Tanks & 900mm to
Perimeter to Tank Farm. Exceptions to this include Party Wall or other
Complex Issues then revert to 300/450mm as Old Standard.

Fiberlite S16 Chamber

Existing Tanks to have Manway Modified to Receive Screw Sockets with Adapter Plate
to Receive Fibrelite S16.

Fiberlite FL100 cover & frame

Standard 500mm Tank Lid Concrete Margins
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Standard 150mm
drainage pipe to a
depth of 1200mm

Observation Well
detail, minimum 2No
installed in Tank
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Poly Drain or Similar
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Tank and chamber details / drawings: —

When installing new or replacement tanks the
Gilbarco Veeder Root tank gauge unit must be
suitably upgraded to ECPU with internal modem

capabilities for remote diagnostics and 900
monitoring by Gilbarco Veeder Root. Interstitial

Notes:

Depth of tank to be verified and agreed by Engineer
following consultation with main contractor and
plpework contractor prior to excavation.

Tank Cover Slab to be 225mm thick vibrated air
entrained concrete G_dn_o C40P), Trowelled smaoth,
lightly brushed, laid on 125 micron polythene dpm
laid on 250mm thick granular material sub—base DOT
Type 1. Concrete to be reinforced with 2 layers of
steel mesh B252 fabric reinforcement (all as
standard Heavy duty forecourt concrete paving) with
an additional layer of A193 mesh placed in the
bottom of the slab,

Double skinned steel tanks manufactured in
accordance with BS 25394 — BS 5500, to be supplied
with factory fitted leak detection system.

External finish to be solvent free polyurethane base
paint,

Straps - Tanks to be fixed with ‘Tanklash’ Webbing
straps, min 1/10,000 fitre of tank
, in accordance with manufacturers details

Tank encasement to be well compacted pea shingle

Tank base to be 225mm thickness vibrated sulphate
resisting concrete with 20mm maximum aggregate
(grade C30P). Single layers of A393 mesh to be laid
on top and bottom of base to comply with BS 4483,
straps in accordance with manufacturers specification
threaded under top meash layer.

Offset fill pipe 100mmé with lockable dust cap
reduced to 76mm at fill point.

Vent pipes 50mm@ must rise the whole way from the
tank connection to termination point, They are to
terminate at least 5000mm above ground level and
be a minimum of 2000mm from the boundary.
Obtain P.0’s approval before final fixing,

Tank contents gauge to be supplied and installed by
specialist, allow for ducting for pneumatic tube from
tank manholes to tank gauge cabinet in sales
building.

Leak detection to be separate Veeder Root monitoring
system (not factory fitted),

Varies according to Tank |Depth

100mm¢ fill pipe

monitoring of the tank between the inner and
outer skin is to be monitored using Veeder Root
interstitial sensors, Veeder Root interstitial
header tanks fitted within the tank chamber and
wired back to the Veeder Root tank gauge
monitoring device by installing an interstitial
module within the unit.

Overall external length

Reinforced concrete bed — see notes 1
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