
1. This drawing is to be read in conjunction with  Foul Water Sewer Longitudinal Sections
(FON-160-01 to 04), Surface Water Sewer Longitudinal Sections (FON-161-01 to 03), Highways
Construction Details (FON-180-01 to 02), Highways Contours Layouts (FON/121-01 to 18),
Highways Setting out Layout (FON-113-01 to 02), Highways Setting Out Coordinate Listings
(FON-113-03), Drainage Construction Details (FON-181-01 to 02), Foul Water Manhole
Schedules (FON-141-01 to 03), Surface Water Manhole Schedules (FON-140-01 to 02),
Domestic Drainage Layouts (FON-130-01 to 18), Domestic Drainage Construction Details
(FON-182-01 to 02), Surface Water Attenuation Details (FON-183-01 to 02 ) and Building Setting
Out Layouts (FON-110-01 to 18).

2. All dimensions are in millimetres unless stated otherwise.

3. Do not scale from this drawing. Only written dimensions are to be used.

8. All construction to be in accordance with Sewers for Adoption - 6th Edition 
 and ICOSA Water  and Part H of the Building Regulations

9. Refer to geotechnical report for sulphate resisting class and ACEC class.

10. Insitu concrete generally to be GEN 4 Designated Mix.

11. Insitu reinforced concrete to be RC 35 Designated Mix only when specified.

12. Where sulphates present, Consulting Engineer to confirm concrete and mortar specification.

13. All insitu concrete to be thoroughly compacted.

14. Typical domestic inspection chamber and manhole details shown on this drawing, widths and
lengths will vary as follows:-

15. All covers to be stamped "FW" or "SW". as appropriate.

16. For Manufacturer and specification of pipes and  fittings refer to drainage layout and schedule.

17. Drainage pipes and fittings to be Hepworth vitrified clay and PVCu or Wavin Osma PVCu or
other equavalent approved. Refer to drainage layout and schedules for details of manufacturer
and specification.

18. Mild steel fabrication to be hot dip galvanised to BS EN 1461.

 



DEPTH OF PIPE COVER

The minimum depth of pipe cover to the crown of gravity pipes without protection should be as
follows:

· domestic gardens and pathways without any possibility of vehicular access, 0.35m;
· domestic driveways, parking areas and yards with height restrictions to prevent entry by

vehicles with a gross weight in access of 7.5 tonnes, 0.5m;
· domestic driveways, parking areas and narrow streets without footways (e.g., mews

developments) with limited access for vehicles with a gross weight in excess of 7.5 tonnes,
0.9m;

· agricultural land and public open space, 0.9m;
· other highways and parking areas with unrestricted access to vehicles with a gross vehicle

weight in excess of 7.5 tonnes, 1.2m.

CDM NOTES

1. EXISTING SERVICES. Depth of existing services must be determined prior to works
commencing. The contractor is responsible for establishing underground services in
accordance with HSE Guidance note HS (G) 47. Any services which would be within
the proposed construction layers must be lowered to below the sub-base.

Excavated
backfill or
suitable
compacted
material.





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ST2 concrete bed and surround.  Concrete protection to be
interrupted over its full cross section at intervals not exceeding
6.0m by a shaped former of compressible filler (25mm thick).
These interruptions to coincide with pipe joints.





Pipe Runs Near Buildings




Excavated
backfill or
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compacted
material.

ST2 concrete bed and surround.  Concrete protection to be
interrupted over its full cross section at intervals not exceeding
6.0m by a shaped former of compressible filler (25mm thick).
These interruptions to coincide with pipe joints.
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1 in 60 fall
(Typical)

Width Varies

Rear garden falls towards

patio area at rear of unit

40mm single size stone
surround and backfill to trench.
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Filter drain geotextile to be brought
up to 150mm below finished level.

15
0

Terram 1000 permeable
geotextile surround to trench
and backfill to trench.Gravel Strip at End of Garden Patio

Typical Detail

Proposed
Ground Level

Inlet Pipe - Ø varies

Base Level

Top of Units

Cellular Crate Soakaway Units
1m(L) x 0.5m(W) x 0.4m(d)
Wavin AquaCell Core units (95% Void ratio)
The AquaCell units should be laid in parallel to each other but vertical joints
should be avoided, the units should be laid with a "brick bonded" formation.
In addition AquaCell Clips and shear connectors must be used.

100mm bed as per pipe
bedding specification

Pipework to fit to preformed socket using
the appropriate socket to suit the pipe
specification.

600mmØ PPRC
Catchpit OR 1200mm

Ø PCC Catchpit
Manhole - Refer to
Domestic Drainage

Layouts and Manhole
Schedules

0.70m

Geotextile surround to tank.
Terram T1000 or equivalent approved.
To be installed in accordance with the
manufacturers recommendations).

100mm thick coarse sand
bedding and surround to
soakaway tank.

Typical Geocellular Soakway Detail
Scale 1:50

Invert Level

MH
CL Varies

Impermeable geomembrane
wrapped around storage units.
Geomembrane- Visqueen
Uban Drainage
Geomembrane UDG)

Extent of geomembrane as per drainage layout
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