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\ NEW GULLIES TO CONNECT TO
\ EXISTING HIGHWAY DRAIN
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ALL 1508 VC

SILT INSIDE CHAMBER
OBSCURING VISIBILITY
OF PIPES

/

PROPOSED RETAINING WALL
REQUIRED AT BACK OF FOOTWAY.
FOR DETAILS REFER TO EASTWOOD
AND PARTNERS DRAWING 44005_030
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NEW GULLY TO CONNECT TO
EXISTING HIGHWAY DRAIN

NEW GULLIES TO CONNECT TO
EXISTING HIGHWAY DRAIN

IL 5.38 (x,b)
IL 5.61 (a)
IL 6.09 (c)

EXISTING GULLY TO BE
REMOVED AND REPLCAED
WITH NEW DOUBLE GULLIES.
CONNECTION TO BE MADE TO
CATCHPITIC 1

EXISTING MANHOLE TO BE
REPLACED WITH NEW CATCHPIT

IC 1 SW
CL 6.39
IL 5.41 (x)
IL 5.43 (a
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SUBJECT TO CONFIRMATION
OF UPSTREAM CATCHMENT,
HIGHWAY DRAIN TO BE
CAPPED AND GROUTED
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FOR CONTINUAfION SEE BELOW
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NEW GULLIES TO DISCHARGE

INTO PROPOSED CELLULAR
SOAKAWAY

W

EXISTING HIGHWAY DRAINAGE
SHOWN AS CAPPED. FULL EXTENT
TO BE CONFIRMED ON-SITE PRIOR
TO CONSTRUCTION WORKS

PIPE IL: 5.200
HEADWALL: 5.100

FOR CONTINUATION SEE ABOVE
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1. IF THERE IS ANY AMBIGUITY BETWEEN THE SPECIFICATION AND
THE DRAWINGS, THE CONTRACTOR SHALL IMMEDIATELY INFORM
THE ENGINEER.

2. DO NOT SCALE FROM THIS DRAWING. WORK FROM FIGURED
DIMENSIONS ONLY.

3. ALL DIMENSIONS SHOWN ON THIS DRAWING ARE IN METRES

4. ALL DIMENSIONS, LEVELS AND SURVEY GRID CO-ORDINATES
ARE TO BE CHECKED ON SITE AND THE ENGINEER NOTIFIED
IMMEDIATELY OF ANY DISCREPANCIES PRIOR TO THE
COMMENCEMENT OF THE WORKS.

5. NO DEVIATION FROM THE DETAILS SHOWN ON THIS DRAWING IS
PERMITTED WITHOUT PERMISSION FROM THE ENGINEER.

6. EXISTING HIGHWAY DRAINAGE HAS BEEN TAKEN FROM MK
SURVEYS SURVEYS DRAWING 26436_R8.

7. FOR STANDARD DRAINAGE CONSTRUCTION DETAILS AND PIPE
SPECIFICATION REFER TO WSCC STANDARD DRAWINGS.

8. ALL EXISTING SERVICE COVERS/IRON WORK TO BE ADJUSTED
TO SUIT PROPOSED LEVELS WITH THE APPROVAL OF THE
APPROPRIATE STATUTORY UNDERTAKER.

9. CONTRACTOR TO ENSURE SMOOTH TRANSITION IN FINISHED
SURFACE LEVELS BETWEEN EXISTING AND PROPOSED LEVELS.

10. TOPOGRAPHICAL SURVEY WAS UNDERTAKEN BY MK SURVEYS IN

OCTOBER 19

11. FOR CROSS-SECTIONS, REFER TO ODYSSEY DRAWING

18-344/205.

12. FOR WINTER GROUNDWATER AND INFILTRATION DATA, REFER
TO EASTWOOD AND PARTNERS DOCUMENT 44005-002.
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DEVELOPMENT BOUNDARY

HIGHWAY BOUNDARY

EXISTING CONTOUR (MINOR INTERVAL)

EXISTING CONTOUR (MAJOR INTERVAL)

PROPOSED CONTOUR (MINOR INTERVAL)

PROPOSED CONTOUR (MAJOR INTERVAL)

CONTOUR LABEL

DIRECTION OF FALL

CENTRELINE STRING AND CHAINAGE

SECTION CUTLINE

EXISTING GULLY AND CONNECTION

PROPOSED GULLY AND CONNECTION. REFER TO
WSCC STANDARD DETAIL DRAWING S278/S38/11.

EXISTING HIGHWAY DRAINAGE

EXISTING SOUTHERN WATER FOUL SEWER

PROPOSED SURFACE WATER SEWER AND
CATCHPIT. REFER TO WSCC STANDARD DETAIL
DRAWING S278/38/13.

PROPOSED CELLULAR SOAKAWAY. REFER TO
WSCC STANDARD DETAIL S278/38/34-35 FOR

ARRANGEMENT.

PROPOSED BAGWORK HEADWALL. REFER TO
WSCC STANDARD DETAIL DRAWING S278/S38/023.

PROPOSED RETAINING WALL

EXISTING FOUL WATER RISING MAIN

NOT FOR CONSTRUCTION

SUBJECT TO TECHNICAL
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(@) ODYSSEY

Telephone: 01256 331144
Fax: 01256 331134
E: info@odysseyconsult.co.uk
W: www.odysseyconsult.co.uk

Tuscany House
White Hart Lane
Basingstoke
Hampshire RG21 4AF

NEW GULLIES TO DISCHARGE INTO
PROPOSED INFILTRATION BASIN

P:\18-344 - Ford Lane, Yapton\Tech\Acad\Drawings\200 Series (Ford Lane S278)\18-344-204 S278 Levels and Drainage.dwg
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L PROPOSED INFILTRATION BASIN
COVER LEVEL: 6.000
PLAN AREA: 667m?
BASE AREA: 259m?
BASIN DEPTH: 0.9m
BASIN INVERT LEVEL: 5.100
SLOPES: 1in 3
INFIL RATE: 8.3 x 107
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