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SAFETY, HEALTH & ENVIRONMENTAL
INFORMATION
CDM Regulations 2015

In addition to the hazards/risks normally associated
with the type of work detailed on this drawing note
should be made of the following:

o Working in vicinity of deep
excavations.

¢ Working in live Highway
¢ Connection to live foul sewer

o Existing Services across site and
in Highway

It is assumed that all works will be carried out by
a competent contractor working, where
appropriate, to an approved method statement.

Contractor is not relieved of any of his obligations
under all applicable health and safety regulations.

SURFACING LEGEND

Forterra Permeable Block Paving to Roads laid
herringbone pattern with bullnase kerbs.

Forterra Permeable Block Paving to Drives and
Parking spaces laid herringbone pattern with
bullnose kerbs.

Footpath Impermeable Finishes (TBC)

Cross Over Impermeable Finishes (TBC)

~| Impermeable paved access construction

Cycle Store Slab
KERBING LEGEND
B, Kerb Type BN 25mm Upstand
HBZ, Kerb Type HB2 100mm Upstand
ﬂ:_+ Edging Type EF

TR Transition

s Retaining wall
C | 10.12.18 | Retaining wall amended. HN
B | 07.12.18 | Impermeable crossover amended. HN
A | 05.12.18 | Initial issue HN
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