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Half Drain Time : 32 minutes.

Storm

Event

Max

Level

(m)

Max

Depth

(m)

Max

Infiltration

(l/s)

Max

Volume

(m³)

Status

15 min Summer 6.157 0.079 1.7 4.2 O K
30 min Summer 6.173 0.095 1.7 5.0 O K
60 min Summer 6.186 0.108 1.7 5.7 O K
120 min Summer 6.192 0.114 1.7 6.1 O K
180 min Summer 6.189 0.111 1.7 5.9 O K
240 min Summer 6.182 0.104 1.7 5.5 O K
360 min Summer 6.167 0.089 1.7 4.7 O K
480 min Summer 6.153 0.075 1.7 4.0 O K
600 min Summer 6.142 0.064 1.7 3.4 O K
720 min Summer 6.133 0.055 1.7 2.9 O K
960 min Summer 6.122 0.044 1.5 2.3 O K
1440 min Summer 6.111 0.033 1.1 1.8 O K
2160 min Summer 6.103 0.025 0.9 1.3 O K
2880 min Summer 6.098 0.020 0.7 1.0 O K
4320 min Summer 6.093 0.015 0.5 0.8 O K
5760 min Summer 6.091 0.013 0.4 0.7 O K
7200 min Summer 6.089 0.011 0.4 0.6 O K
8640 min Summer 6.088 0.010 0.3 0.5 O K
10080 min Summer 6.087 0.009 0.3 0.5 O K

15 min Winter 6.157 0.079 1.7 4.2 O K

Storm

Event

Rain

(mm/hr)

Flooded

Volume

(m³)

Time-Peak

(mins)

15 min Summer 72.897 0.0 16
30 min Summer 46.600 0.0 28
60 min Summer 29.790 0.0 44
120 min Summer 19.044 0.0 80
180 min Summer 14.658 0.0 114
240 min Summer 12.174 0.0 146
360 min Summer 9.371 0.0 210
480 min Summer 7.783 0.0 270
600 min Summer 6.738 0.0 328
720 min Summer 5.990 0.0 384
960 min Summer 4.738 0.0 500
1440 min Summer 3.404 0.0 738
2160 min Summer 2.445 0.0 1100
2880 min Summer 1.934 0.0 1468
4320 min Summer 1.482 0.0 2200
5760 min Summer 1.227 0.0 2928
7200 min Summer 1.060 0.0 3656
8640 min Summer 0.940 0.0 4376
10080 min Summer 0.850 0.0 4992

15 min Winter 72.897 0.0 16
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Storm

Event

Max

Level

(m)

Max

Depth

(m)

Max

Infiltration

(l/s)

Max

Volume

(m³)

Status

30 min Winter 6.173 0.095 1.7 5.0 O K
60 min Winter 6.183 0.105 1.7 5.6 O K
120 min Winter 6.183 0.105 1.7 5.5 O K
180 min Winter 6.173 0.095 1.7 5.0 O K
240 min Winter 6.161 0.083 1.7 4.4 O K
360 min Winter 6.138 0.060 1.7 3.2 O K
480 min Winter 6.126 0.048 1.7 2.6 O K
600 min Winter 6.121 0.043 1.5 2.3 O K
720 min Winter 6.117 0.039 1.3 2.0 O K
960 min Winter 6.109 0.031 1.1 1.6 O K
1440 min Winter 6.101 0.023 0.8 1.2 O K
2160 min Winter 6.094 0.016 0.6 0.9 O K
2880 min Winter 6.091 0.013 0.4 0.7 O K
4320 min Winter 6.088 0.010 0.3 0.5 O K
5760 min Winter 6.086 0.008 0.3 0.4 O K
7200 min Winter 6.085 0.007 0.2 0.4 O K
8640 min Winter 6.084 0.006 0.2 0.3 O K
10080 min Winter 6.084 0.006 0.2 0.3 O K

Storm

Event

Rain

(mm/hr)

Flooded

Volume

(m³)

Time-Peak

(mins)

30 min Winter 46.600 0.0 29
60 min Winter 29.790 0.0 48
120 min Winter 19.044 0.0 84
180 min Winter 14.658 0.0 120
240 min Winter 12.174 0.0 152
360 min Winter 9.371 0.0 212
480 min Winter 7.783 0.0 262
600 min Winter 6.738 0.0 322
720 min Winter 5.990 0.0 382
960 min Winter 4.738 0.0 504
1440 min Winter 3.404 0.0 746
2160 min Winter 2.445 0.0 1104
2880 min Winter 1.934 0.0 1472
4320 min Winter 1.482 0.0 2204
5760 min Winter 1.227 0.0 2872
7200 min Winter 1.060 0.0 3672
8640 min Winter 0.940 0.0 4400
10080 min Winter 0.850 0.0 4968
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Rainfall Model FEH
Return Period (years) 10

Site Location 493650 105600 SU 93650 05600
C (1km) -0.026
D1 (1km) 0.413
D2 (1km) 0.243
D3 (1km) 0.402
E (1km) 0.310
F (1km) 2.325

Summer Storms Yes
Winter Storms Yes
Cv (Summer) 1.000
Cv (Winter) 1.000

Shortest Storm (mins) 15
Longest Storm (mins) 10080

Climate Change % +45

Time Area Diagram

Total Area (ha) 0.033

Time

From:

(mins)

To:

Area

(ha)

0 4 0.033

Time Area Diagram

Total Area (ha) 0.000

Time

From:

(mins)

To:

Area

(ha)

0 4 0.000
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Storage is Online Cover Level (m) 6.750

Porous Car Park Structure

Infiltration Coefficient Base (m/hr) 0.05256 Width (m) 9.1
Membrane Percolation (mm/hr) 1000 Length (m) 19.4

Max Percolation (l/s) 49.0 Slope (1:X) 0.0
Safety Factor 1.5 Depression Storage (mm) 5

Porosity 0.30 Evaporation (mm/day) 3
Invert Level (m) 6.078 Membrane Depth (m) 0
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