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Half Drain Time : 21 minutes.

Storm

Event

Max

Level

(m)

Max

Depth

(m)

Max

Infiltration

(l/s)

Max

Volume

(m³)

Status

15 min Summer 6.106 0.028 1.0 1.5 O K
30 min Summer 6.114 0.036 1.2 1.9 O K
60 min Summer 6.121 0.043 1.5 2.3 O K
120 min Summer 6.124 0.046 1.6 2.4 O K
180 min Summer 6.123 0.045 1.6 2.4 O K
240 min Summer 6.122 0.044 1.5 2.3 O K
360 min Summer 6.117 0.039 1.3 2.1 O K
480 min Summer 6.114 0.036 1.2 1.9 O K
600 min Summer 6.111 0.033 1.1 1.8 O K
720 min Summer 6.109 0.031 1.1 1.6 O K
960 min Summer 6.104 0.026 0.9 1.4 O K
1440 min Summer 6.098 0.020 0.7 1.1 O K
2160 min Summer 6.093 0.015 0.5 0.8 O K
2880 min Summer 6.090 0.012 0.4 0.6 O K
4320 min Summer 6.088 0.010 0.3 0.5 O K
5760 min Summer 6.086 0.008 0.3 0.4 O K
7200 min Summer 6.085 0.007 0.2 0.4 O K
8640 min Summer 6.085 0.007 0.2 0.3 O K
10080 min Summer 6.084 0.006 0.2 0.3 O K

15 min Winter 6.106 0.028 1.0 1.5 O K

Storm

Event

Rain

(mm/hr)

Flooded

Volume

(m³)

Time-Peak

(mins)

15 min Summer 33.459 0.0 16
30 min Summer 22.274 0.0 24
60 min Summer 14.829 0.0 40
120 min Summer 9.872 0.0 74
180 min Summer 7.781 0.0 104
240 min Summer 6.572 0.0 136
360 min Summer 5.180 0.0 196
480 min Summer 4.375 0.0 258
600 min Summer 3.838 0.0 318
720 min Summer 3.448 0.0 378
960 min Summer 2.774 0.0 500
1440 min Summer 2.041 0.0 738
2160 min Summer 1.501 0.0 1100
2880 min Summer 1.207 0.0 1468
4320 min Summer 0.947 0.0 2160
5760 min Summer 0.798 0.0 2912
7200 min Summer 0.698 0.0 3640
8640 min Summer 0.626 0.0 4376
10080 min Summer 0.571 0.0 5136

15 min Winter 33.459 0.0 16
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Storm

Event

Max

Level

(m)

Max

Depth

(m)

Max

Infiltration

(l/s)

Max

Volume

(m³)

Status

30 min Winter 6.114 0.036 1.2 1.9 O K
60 min Winter 6.119 0.041 1.4 2.2 O K
120 min Winter 6.119 0.041 1.4 2.2 O K
180 min Winter 6.117 0.039 1.3 2.1 O K
240 min Winter 6.114 0.036 1.2 1.9 O K
360 min Winter 6.109 0.031 1.1 1.6 O K
480 min Winter 6.105 0.027 0.9 1.4 O K
600 min Winter 6.102 0.024 0.8 1.3 O K
720 min Winter 6.100 0.022 0.8 1.2 O K
960 min Winter 6.096 0.018 0.6 1.0 O K
1440 min Winter 6.091 0.013 0.5 0.7 O K
2160 min Winter 6.088 0.010 0.3 0.5 O K
2880 min Winter 6.086 0.008 0.3 0.4 O K
4320 min Winter 6.084 0.006 0.2 0.3 O K
5760 min Winter 6.083 0.005 0.2 0.3 O K
7200 min Winter 6.083 0.005 0.2 0.2 O K
8640 min Winter 6.082 0.004 0.1 0.2 O K
10080 min Winter 6.082 0.004 0.1 0.2 O K

Storm

Event

Rain

(mm/hr)

Flooded

Volume

(m³)

Time-Peak

(mins)

30 min Winter 22.274 0.0 25
60 min Winter 14.829 0.0 44
120 min Winter 9.872 0.0 78
180 min Winter 7.781 0.0 110
240 min Winter 6.572 0.0 140
360 min Winter 5.180 0.0 202
480 min Winter 4.375 0.0 262
600 min Winter 3.838 0.0 324
720 min Winter 3.448 0.0 382
960 min Winter 2.774 0.0 498
1440 min Winter 2.041 0.0 752
2160 min Winter 1.501 0.0 1124
2880 min Winter 1.207 0.0 1480
4320 min Winter 0.947 0.0 2152
5760 min Winter 0.798 0.0 2904
7200 min Winter 0.698 0.0 3608
8640 min Winter 0.626 0.0 4296
10080 min Winter 0.571 0.0 5032
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Rainfall Model FEH
Return Period (years) 1

Site Location 493650 105600 SU 93650 05600
C (1km) -0.026
D1 (1km) 0.413
D2 (1km) 0.243
D3 (1km) 0.402
E (1km) 0.310
F (1km) 2.325

Summer Storms Yes
Winter Storms Yes
Cv (Summer) 1.000
Cv (Winter) 1.000

Shortest Storm (mins) 15
Longest Storm (mins) 10080

Climate Change % +45

Time Area Diagram

Total Area (ha) 0.033

Time

From:

(mins)

To:

Area

(ha)

0 4 0.033

Time Area Diagram

Total Area (ha) 0.000

Time

From:

(mins)

To:

Area

(ha)

0 4 0.000
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Storage is Online Cover Level (m) 6.750

Porous Car Park Structure

Infiltration Coefficient Base (m/hr) 0.05256 Width (m) 9.1
Membrane Percolation (mm/hr) 1000 Length (m) 19.4

Max Percolation (l/s) 49.0 Slope (1:X) 0.0
Safety Factor 1.5 Depression Storage (mm) 5

Porosity 0.30 Evaporation (mm/day) 3
Invert Level (m) 6.078 Membrane Depth (m) 0
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