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JOINT TO BE AS CLOSE AS
POSSIBLE TO FACE OF
CHAMBER TO PERMIT
SATISFACTORY JOINT AND
SUBSEQUENT MOVEMENT

UNUSED INLET TO BE
SEALED AND WATERTIGHT

FLEXIBLE
INLET/OUTLET
AND/OR BEND
(MAXIMUM ANGLE 45°)
WHERE CHAMBERS ARE POSITION ON 90°

CORNERS, ALWAYS USE THE MAIN CHANNEL BY
FITTING A 45° BEND ON THE INLET AND OUTLET

NOTE: WHERE THE ACCESS
CHAMBER IS IN THE HIGHWAY
THE HIGHWAY AUTHORITY CAN
HAVE SPECIFIC REQUIREMENTS

TYPICAL INSPECTION CHAMBER BASE LAYOUT - TYPE 3

(FLEXIBLE MATERIAL DETAIL)

MORTAR BEDDING AND
HAUNCHING TO COVER AND

FRAME TO CLAUSE E6.7 600mm x 600mm CLEAR OPENING

WITH D400 COVER COMPLYING
WITH BS EN 124 AND BS 7903 SEE
CLAUSE E2.32

ACCESS OPENING
RESTRICTED TO 350mm
DIAMETER OR 300mm x
300mm IF DEPTH OF
CHAMBER TO INVERT IS >1m

ROAD CONSTRUCTION
(REFER TO CONSTRUCTION \
MAKE UP DRAWING)

PRECAST CONCRETE SLAB OR o AP

IN-SITU CONCRETE SLAB TO \ R £ »

SUPPORT COVER AND FRAME e ; / S, QOQ%
5 &

FLEXIBLE SEAL T P

CLASS B ENGINEERING BRICKWORK
OR PRECAST CONCRETE COVER
FRAME SEATING RINGS

DOT TYPE 1 SUB BASE
(THICKNESS VARIES)

TEMPORARILY CAP
SHAFT DURING

CONSTRUCTION
PLASTIC CHAMBERS AND ; - DIMENSIONS 250mn
RINGS SHALL COMPLY WITH % & DvErEROR
- DIAMETER OR
BS EN 13598-1 AND BS EN T 450mm x 450mm

13598-2 OR HAVE EQUIVALENT

INDEPENDENT APPROVAL DOT TYPE 1 SUB BASE

(THICKNESS VARIES OR
CONCRETE SURROUND)

JOINTS BETWEEN BASE AND
SHAFT AND BETWEEN SHAFT B
COMPONENTS TO BE FITTED —

WITH WATERTIGHT SEALS

: Jo. i

]

—~— 150mm GRANULAR
BEDDING MATERIAL

JOINT TO BE AS CLOSE AS —/_
POSSIBLE TO FACE OF CHAMBER
TO PERMIT SATISFACTORY JOINT
AND SUBSEQUENT MOVEMENT

INVERT OF CONNECTING
PIPE TO BE AT LEAST
50mm ABOVE THAT OF
THE MAIN PIPE.

TYPICAL INSPECTION CHAMBER DETAIL - TYPE 3

(FLEXIBLE MATERIAL DETAIL) MAXIMUM DEPTH FROM COVER LEVEL TO
SOFFIT OF PIPE IN AREAS SUBJECT TO VEHICLE LOADING 3m, NON-ENTRY
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HEAVY DUTY CELLULAR e Z;' ST
STORAGE DIFFUSER %oOO%oOO%oOO%oOO%oO %OOOEOOOZOOOZ
(PERMAVO|D RAINWATER 900 OOQO OOOO OOOO OOOO Ooo OOOO OOOO o9
DIFFUSER UNIT OR SIMILAR) Fo do o do dof\do do Fo é

TYPICAL PLAN & SECTION
THROUGH DIFFUSER DETAIL

PERMAVOID RAINWATER DIFFUSER
UNIT OR SIMILAR APPROVED

MORTAR BEDDING
AND HAUNCHING TO
COVER AND FRAME
TO CLAUSE E6.7

COVER COMPLYING WITH BS EN 124
AND BS 7903 GARDENS - CLASS A15
SEE CLAUSE E2.32

p.oZmii

T &

TEMPORARILY CAP

)

TOPSOIL

ACCESS OPENING

SHAFT DURING h

CONSTRUCTION

FLEXIBLE SEAL /

RESTRICTED TO
350mm DIAMETER OR
300mm x 300mm IF
DEPTH OF CHAMBER
TO INVERT IS >1m

MINIMUM INTERNAL
DIMENSIONS

MORTAR BEDDING AND
HAUNCHING TO COVER AND
FRAME TO CLAUSE EG6.7

450mm DIAMETER
OR 450 x 450mm

d

SITED IN PRIVATE GARDENS

SITED IN DOMESTIC DRIVEWAYS OR FOOTWAYS

PLASTIC CHAMBERS AND RINGS SHALL COMPLY WITH BS EN 13598-1 AND
BS EN 13598-2 OR HAVE EQUIVALENT INDEPENDENT APPROVAL

ALTERNATIVE TOP DETAILS FOR DOMESTIC DRIVEWAYS/

COVER COMPLYING WITH BS EN 124

AND BS 7903 DRIVEWAYS, FOOTWAYS
AND LANDSCAPED AREAS - CLASS B125

SEE CLAUSE E2.32

150

155

150 |

NOTES

150mm DEEP —i— . R P
CONCRETE COLLAR
ACCESS OPENING
RESTRICTED TO
TEMSPSEFATRB_JR?GE 350mm DIAMETER OR
CONSTRUCTION 300mm x 300mm IF
' DEPTH OF CHAMBER
TO INVERT IS >1m OUTLET CONNECTED
FLEXIBLE SEAL / MINIMUM INTERNAL EXVTEEMEABLE
DIMENSIONS S100 POLYESTER RESIN CONCRETE
450mm DIAMETER DRAINAGE CHANNEL WITH CONCRETE
OR 450 x 450mm CLASS ST4 BED AND HAUNCH.
¢ CHANNEL TO BE FITTED WITH HEAVY

DUTY GRATING IN VEHICULAR AREAS.
100MM DIA OUTLET TO BE TRAPPED

WITH LOW BACK P-TRAP. INSTALLED

TO MANUFACTURERS
RECOMMENDATIONS.

TYPICAL ACO DETAIL

FOOTWAYS/ LANDSCAPED AREAS - TYPE 3

SEALING PLATE.

GROUND
LEVEL.

95

REFER TO CONSTRUCTION ——
MAKE-UP FOR DETAILS

SELECTED FILL FREE FROM

STONES LARGER THAN
40mm, LUMPS OF CLAY

OVER 100mm TIMBER, B
VEGETABLE MATTER.

SELECTED OR GRANULAR ———
FILL FREE FROM STONES

LARGER THAN 40mm.

GRANULAR MATERIAL TO
BS EN 1610: ANNEX B
TABLE B COMPACTED IN
150mm LAYERS

MAA

450

UNLESS INDICATED
OTHERWISE

—

PN PN PN PN FOR PIPE BEDDING
DETAILS REFER TO
/ REFER TO CONSTRUCTION TYPICAL DETAILS.
MAKEUP FOR DETAILS. RODD|NG EYE DETA”_
2 TO BE USED IN PEDESTRAIN AND LANDSCAPED
AREAS NOT SUBJECT TO VEHICULAR LOADING.
GENERAL BACKFILL FREE FROM MAXIMUM DEPTH TO INVERT 600mm.
TIMBER, FROZEN MATERIAL AND
\ VEGETABLE MATTER.
8 _
@ o D SELECTED FILL FREE FROM
S 2 —~———— STONES LARGER THAN 40mm,
- LUMPS OF CLAY OVER 100mm
a DIMENSION A - 7 TIMBER, VEGETABLE MATTER.
50mm FOR SLEEVED \
— | >\\/ PIPES AND 1/6 < %/GRANULAR MATERIAL TO BS EN J// S8
ok OUTSIDE DIAMETER  {— 1610; ANNEX B, TABLE B. -
©! OR 100mm //r
(WHICHEVER IS RAINWATER PIPE
GREATER) FOR W -
150 D 150 SOCKET PIPE. XVCIE—IIESRS EE)\NI'%
SEE TABLE
COMPRESSIBLE RUBBER
W GROMMET.
) ) RAINWATER ADOPTER.
TYPICAL PIPE BEDDING DETAIL: TYPICAL PIPE BEDDING DETAIL: /
TYPE 3 (UPVC PIPES) TYPE 1 (CLAY PIPES) CLASS F FLOOR SLAB AND FiLL L g7 croworeve
LOCATION: PEDESTRIAN AREAS: 0.6 m - 8.0 m DEEP. LOCATION: PEDESTRIAN AREAS UP TO 8.0 m DEEP. STRUCTURAL DRAWINGS.
VEHICLE AREAS: 1.2 m - 8.0 m DEEP. VEHICLE AREAS: 1.2 m - 8.0 m (100mm DIA. PIPE). 100mm DIA. PIPE
1.2 m - 8 m (150mm DIA. PIPE). —
90° BEND. g
¢ s
TRENCH WIDTHS FOR k%
VARIOUS SIZE PIPES
R FOR PIPE BEDDING
FOUNDATION DESIGN IN ACCORDANCE RN REFER TO TYPICAL
D 100 150 225 300 375 WITH STRUCTURAL DRAWINGS. SR DETAILS.
W 450 600 750 750 900
RAINWATER PIPE CONNECTION
LAYING COURSE
BLOCK PAVING
502@ S,E fé%f;“;“GSGTsENGEAg 80mm THICK PERMEABLE CONCRETE
BLOCK PAVING TO BS 7533
11N 40 _1IN40
CONSTRUCTION RUNNING SURFACE TO BE | | L1 L1 | 1 | | | | | 1 I 1
CONSTRUCTED OF 130mm OF DENSE BASE COURSE . T T | A ~ — R
DENSE BITUMEN MACADAM (DBM) OVER SUB-BASE. ONCE (P AT NG, 2N A

RUNNING SURFACE IS NO LONGER REQUIRED THE DBM IS
TO BE MACHINE CLEANED AND CUT WITH 75mm
DIAMETER HOLES AT 750mm CENTRES INTO SUB-BASE ON
AN ORTHOGONAL GRID AND FILLED WITH CLEAN STONE.

SUB BASE /

THICKNESS VARIES - TYPICAL DEPTH OF 540mm.
OPEN GRADED CRUSHED STONE OR APPROVED
ALTERNATIVE MATERIAL 30% VOIDS (COMPACTED)
TO BS EN 13242. SUB BASE TO BE LAID IN 150mm
MAX LAYERS AND FULLY COMPACTED

TYPICAL SECTION THROUGH PERMEABLE

COURTYARDS AND PRIVATE DRIVEWAYS

(WITH CONSTRUCTION TRAFFIC / HGV's)

(BASED ON CBR 3%)

TERRAM 1000 GEOTEXTILE
OR SIMILAR APPROVED

1. DO NOT SCALE FROM THIS DRAWINTHIS DRAWING
IS TO BE READ IN CONJUNCTION WITH THE
MANUAL FOR CONTRACT DOCUMENTS, VOLUME 1,
SPECIFICATION FOR HIGHWAY WORKS AND ALL
OTHER RELATED DRAWINGS ISSUED.

2. IF THERE IS ANY AMBIGUITY BETWEEN THE
SPECIFICATION AND THE DRAWINGS, THE
CONTRACTOR SHALL IMMEDIATELY INFORM THE

ENGINEER.

3. DO NOT SCALE FROM THIS DRAWING. WORK FROM
FIGURED DIMENSIONS ONLY.

4. ALL DIMENSIONS SHOWN ON THIS DRAWING ARE

IN METRES

5. ALL DIMENSIONS, LEVELS AND SURVEY GRID
CO-ORDINATES ARE TO BE CHECKED ON SITE AND

THE ENGIN

EER NOTIFIED IMMEDIATELY OF ANY

DISCREPANCIES PRIOR TO THE COMMENCEMENT
OF THE WORKS.

6. NO DEVIAT

ION FROM THE DETAILS SHOWN ON

THIS DRAWING IS PERMITTED WITHOUT
PERMISSION FROM THE ENGINEER.

FOR PLANNING
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