s DO NOT SCALE

KEY
GENERAL 1. FOR SIGN REFERENCE DIAGRAM NUMBERS REFER TO TRAFFIC
—~ DIAG. 7014 (X—HEIGHT TITLE PLAN WS313126 SIGNS, REGULATIONS AND GENERAL DIRECTIONS (TSRGD) 2002.
75) TO BE MOUNTED ON NEW (INTERPRETED ONTO TOPOGRAPHICAL SURVEY)
ROAD 2. ALL SIGNS TO HAVE A MOUNTING HEIGHT TO THE UNDERSIDE OF
EXISTING LIGHTING LAYOUT TITLE PLAN WSX293954 THE SIGN OF 2.3M ON FOOTWAYS AND 2.4M ON CYCLE
COLUMN TO HAVE AHEAD (INTERPRETED ONTO TOPOGRAPHICAL SURVEY) FACILITIES UNLESS OTHERWISE STATED.
MOUNTING HEIGHT 2.3M \ e 3. FOR SIGN POST FOUNDATION DETALS REFER TO SD-07, UNLESS
DIAG 609 (600 DIA) TO BE AND TO BE ERECTED FOR VEHICLE RESTRAINT SYSTEM (PED/CYCLE) STATED OTHERWISE ON THIS DRAWING.
MOUNTED ON 7/6x3.2 CHS POST ——
APPROX. 50m FF)Q(OM r?JrLTNCTION. (3: O,;\A/I(F)’,CIIIIT-II(S)NAI_(—)FFERTHE PEDESTRIAN GUARD RAIL 4. AL POSTS UNLESS OTHERWISE STATED TO BE 76MM ¢
+ VOUNTING REIGHT 2.4m. SIGN 10 I\ZA,EI)(L)JNEEVE)G Bi?)i (T10508ADC|ﬁ) (IIEI) BE HORKS BUFF COLOURED BLISTER TACTILE PAVING VGVAl\TLXAggs% IgBUMR STEEL AND PLASTIC COATED COMPLYING
BE EXTERNALLY ILLUMINATED. 632 CLS POST APPROX ' RO 5705
XJ.Zmm : ——  PROPOSED SIGN 5. SIGN POSTS GREATER THAN 76MM ¢ TO BE PASSIVELY SAFE.
50m FROM JUNCTION. MOUNTING A THE PERFORMANCE CLASS IS 100:NE:2.
HEIGHT 2.4m. 0 EXISTING LIGHTING COLUMN 6. INSTALLATION POWER SUPPLY AND CONTROL
SURAFACE WATER DRAINAGE ADOPTABLE
NBY 7. THE EXISTING COLUMNS ELECTRICITY SUPPLY IS FROM HCC

~ PROPOSED DITCH, REFER TO 30854/SD/10

N ¢ EXISTING GULLY TO BE RETAINED

CABLE NETWORK. A SIMILAR ARRANGEMENT WILL BE REQUIRED
FOR THE NEW INSTALLATION. CABLE CALCULATIONS AND A
NETWORK LAYOUT TO BE PRODUCED BY THE CONTRACTOR AND

/ / ' SUBMITTED TO WEST SUSSEX COUNTY COUNCIL (WSCC) FOR
/ APPROVAL. THE CONTRACTOR SHALL ALSO AGREE THE TYPE OF
/ / - PROPOSED GULLY REFER TO 30854/SD/21 & ISOLATION UNIT WITH WSCC.
/ 30854/5D/33 FOR CONNECTION DETAILS AND
/ y 30854/SD/22 FOR PIPE BEDDING DETAILS 8. CABLE NETWORKS SHALL BE DESIGNED IN ACCORDANCE WITH
SECTION 5.3.
/ === PROPOSED CULVERT WITH HEADWALLS
DIAG 612 (600 DIA) TO BE 9. IN GENERAL SUPPLIES TO SIGNS AND ALWAYS TO BOLLARDS

SHALL BE OBTAINED FROM THE NEAREST LIGHTING COLUMNS VIA

_1 PROPOSED HEADWALL, REFER TO 30854/SD/23
A DOUBLE POLE SUB-FUSE UNIT.

MOUNTED ON 76x3.2mm CHS POST

MOUNTING HEIGHT 2.4m. SIGN TO EARTHWORKS
T, BE EXTERNALLY ILLUMINATED. FILL 10. ALL SIGNS ARE TO BE LOCATED IN COMPLIANCE WITH THE
[ / — SIDE SLOPES 1:3 TRAFFIC SIGNS MANUAL.
/
/7 cut 11, ALL SIGNS TO BE LOCATED A MINIMUM OF 450MM FROM THE
& . T SIDE SLOPES 1:3 ADJACENT KERB LINE
/ /
Vs [ \A 12. AL LIGHTING COLUMNS TO BE LOCATED A MINIMUM OF 1200MM
/ / FROM EDGE OF CARRIAGEWAY.

13.  ALL CYCLEWAY/PEDESTRIAN SIGNS (DIAG. 966, 956, 967) TO BE

v MOUNTED ON ENSIGN LOW LEVEL BOLLARDS

DIAG 1004 (4M MARK, 2M K

GAPS, 100 THICK)

R i |

DIAG 1036.1 (1.6m MARK)

A 14.  THE POSITION OF ALL SIGNS TO BE AGREED WITH THE SITE
ENGINEER PRIOR TO INSTALLATION

(/,1///\
DIAG 1038 (4M LONG) 0’(\40
/P/'TS‘
DIAG 1004 (4M MARK, 2M
DIAG 1003 (600 MARK, GAPS, 100 THICK) ‘
300 GAP, 200 THICK) DIAG 1039 (8M LONG)
DIAG 1023 (3750 LONG,
1250 WIDE, 150 THICK)
DIAG 1038 (4M LONG) ——=| DIAG. 7014 (X—HEIGHT
DIAG 1040 (3M GAPS, 75) TO BE MOUNTED ON
150 THICK) EXISTING LIGHTING
COLUMN TO HAVE
DIAG 1009 (600 MARK, MOUNTING HEIGHT 2.3M
300 GAP’ 100 THlCK) = AND TO BE ERECTED FOR C | 21/08/2015 | MFB | ISSUED FOR PLANNING APPLICATION LWK L ar
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PLANNING APPLICATION
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A George Curl Way, Southampton, Hampshire, SO18 2RZ
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/ /
. \ \/ A
/ & DIAG 1040 (3M GAPS, 150
* THICK)
A ~ \ Regus House, Southampton International Business Park

CONFIRMED WITH ENGINEER ONSITE.

ARCHITECT:

\ o EXISTING SIGNS TO BE RELOCATED INTO b
// VERGE (IF REQUIRED). POSITION TO BE BDW

DIAG 1004 (4M MARK, 2M

BOGNOR NORTHERN RELIEF ROAD
GAPS, 100 THICK)

DIAG 506.1. HEIGHT 600
TO BE MOUNTED S0MM

ABOVE DIAG. 7014 SPORTS PITCH ACCESS

(X—HEIGHT 75). WHICH TRAFFIC SIGNS AND ROAD MARKINGS

ARE TO BE MOUNTED ON (//1///\

76.1X3.2 CHS POST O/\ SCALE @ AT: CHECKED: APPROVED:

BEHIND FOOTWAY. DIAG. N4 @) 1200 LK o1
' 7014 TO HAVE MOUNTING 4’\5\ CAD FILE: DESIGN-DRAWN: DATE:

HEIGHT 2.3m AND TO BE A 15-700 AM May 2015
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