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Existing - Trees

Existing trees to be retained and protected on site in

accordance with BS 5837:2012 - 'Trees in Relation to

Design, Demolition and Construction - Recommendations'.

Existing - Trees

Existing trees to be retained and protected on site in

accordance with BS 5837:2012 - 'Trees in Relation to

Design, Demolition and Construction - Recommendations'.

Proposed Native Mixed Species

Hedgrow Planting to Flood Barrier

Existing - Trees

Existing trees to be retained and protected on site in

accordance with BS 5837:2012 - 'Trees in Relation to

Design, Demolition and Construction - Recommendations'.

Proposed 1.2m Height Flood Barrier

Refer to engineers' drawings and specification.

Proposed - F1 - 1.8m Height Fencing to Reservoir

Existing - Trees

Existing trees to be retained and protected

on site in accordance with BS 5837:2012 -

'Trees in Relation to Design, Demolition

and Construction - Recommendations'.

Proposed Native Wildflower

Grassland to the Eastern Boundary

Existing - Trees

Existing trees to be retained and protected

on site in accordance with BS 5837:2012 -

'Trees in Relation to Design, Demolition

and Construction - Recommendations'.

Proposed Native Mixed Species

Shrub Planting to Western Boundary

Proposed Native Mixed

Species Hedgerow Planting

to Northern Boundary

Proposed Building for Irrigation, Boiler

Room, Cold Store and Staff Facilities

Proposed Native Treeline and

Mixed Species Hedgerow

Planting to Northern Boundary

Proposed Planting to include Native Trees,

Hedges and Wildflower Grassland Area

Public Footpath

Proposed - Vehicular Access Road

Proposed Vehicular Access Road to include

tarmac for access roads and concrete for in

and around the glasshouse/service areas.

Proposed Planting to Include Native

Mixed-Species Trees, Understory Shrub

and Wildflower Grassland Areas

Existing - Trees

Existing trees to be retained and protected

on site in accordance with BS 5837:2012 -

'Trees in Relation to Design, Demolition

and Construction - Recommendations'.

Proposed Car Park

Legend

Site Boundary.

Existing - Trees with RPAs

Existing mature trees to be retained and protected

on site in accordance with BS 5837:2012 - 'Trees

in Relation to Design, Demolition and Construction

- Recommendations'.

Proposed - Native Mixed Species Hedge

Planting

Proposed native mixed species boundary hedge to

be bare-root hedge stock; height: 60-90cm; 2 & 3

no. staggered rows set 400mm apart; planted at

400mm centres.

Proposed - Native Understory Shrub Planting

Proposed native mixed-species understory shrub

planting; height: 40-60 and 60-90.

Proposed - Grass Seeded Areas

Proposed Grass Seed Mix to be:

- Reservoir Area and Road Verges - A18 (Road

Verge and Embankments) by Germinal or equal

and approved.

- Amenity Grassland - EM10 - Tussock Mixture

by Emorsgate or equal and approved.

Refer to suppliers recommendations.

Proposed - Wildflower Grass Seeded Areas

Proposed Grass Wildflower Seed Mixes to be

- EM5; Meadow Mixture for Loamy Soils by

Emorsgate or equal and approved.

- Hedges - BS7M: Hedgerow & Light Shade

Wildflower Seeds by Boston Seeds or equal and

approved.

- Native Shrub and Woodland - BS8M: Woodland &

Heavy Shade Wildflower Seeds by Boston Seeds

or equal and approved.

Refer to suppliers recommendations.

Proposed - Native Tree Planting (Select

Standard)

10-12cm girth size; 3.0-3.5m height; Select

Standard Nursery Stock.

Proposed - Vehicular Access Road

Proposed Vehicular Access Road to include tarmac

for access roads and concrete for in and around the

glasshouse/service areas. Refer to engineers'

design and specification.

Proposed - F1 - 1.8m Height Stock Proof

Fencing to Reservoir

Proposed Sock Proof Fencing to be 1.8m

Combination Fence including chicken wire buried

into the

ground and turned outwards with sheep netting to

upper part. Post to be timber. All specifications to

installer recommendations in line with Environment

Agency requirements.
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